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Plus:
 Conventional woodworking tools and materials
 Drop cloth
 2x4's or 2x6's
 Construction adhesive (optional)
 Cement or mortar (optional)
 Water-resistant wall material
 Rags

Pencil

Square Knife

LevelSafety 
Glasses

Tape 
Measure

Sealant

Before You Begin

Tool and Materials

Thank You For Choosing Karat Company
We appreciate your commitment to Karat quality. Please take a few minutes to review this manual before you start
installation. If you encounter any installation or performance problems, please don’t hesitate to contact us. Our phone
numbers and website are listed on the back cover. Thanks again for choosing Karat Company.

Unpack and inspect the bath for damage. Return the bath to the carton until you are ready to install.

This bath is designed for drop-in or raised-deck installation.

Provide properly dimensioned framing.

Install the bath to an adequately supported, level subfloor.

The basin area requires no additional support when the subfloor is level and square with the stud framing. Consider
using shims for additional support if the subfloor is uneven.

Before installation, ensure proper access to the final plumbing connections.

Verify adequate mounting and connection space for the faucet.

Confirm adequate support for the faucet. Large deck-mounted faucets that may be inadvertently used as a means of
support are not appropriate or safe for this installation.

Illustrations shown may not represent your actual product.

CAUTION: Risk of product damage.  Do not support the bath by the rim.

Observe all local plumbing and building codes.
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1. Prepare the Site

2. Prepare the Bath

Frame the floor 
according to the 
roughing-in information.

Position 
the rough 
plumbing.

Verify that the subfloor 
offers adequate support, 
and is flat and level.

Provide a 1/16" (2 mm) 
gap between the bath rim 
and framing.

Construct 2x4 or 
2x6 stud framing 
according to the 
roughing-in 
information.

NOTICE: Adequate floor support must be provided. Consult the roughing-in sheet packed with your bath for specific
floor loading requirements.

Make sure the flooring offers adequate support for your bath, and verify that the subfloor is flat and level.

This bath should be installed in a drop-in or raised deck installation. If a deck-mounted faucet and valving
are planned, ensure that adequate space is available for their installation.

When constructing the framing, allow for the thickness of the finished wall materials.

Construct 2x4 or 2x6 stud framing designed for your particular installation. Frame the floor, or construct a frame
for a raised deck installation according to the roughing-in information. Ensure that there is a 1/16” (2 mm) gap
between the finished deck/floor surface so the bath does not rest on the rim.

Position the plumbing according to the roughing-in information. Cap the supplies and check for leaks.

Unless the bath is elevated for an above-floor drain installation, a hole will need to be cut to accommodate the drain
connections. Refer to the roughing-in information.

NOTICE: For corner installations, cut a hole large enough to allow for the diagonal positioning of the drain.

CAUTION: Risk of product damage.  Do not support the bath by the rim.

Install the drain to the bath according to the drain manufacturer’s instructions. Do not connect the trap at this time.

Position a clean drop cloth or similar material in the bottom of the bath. Be careful not to scratch the surface
of the bath.
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Clear 
spaces for 
support 
blocks 

Apply construction 
adhesive to the 
support blocks

Spread a 2" 
(5.1 cm) layer 
of cement or 
mortar bed 
material

3. Secure the Bath to the Subfloor – Modles With Support Blocks Only

Choose the installation option that best applies to your particular installation.

If the subfloor is not level, shim the bath support blocks as necessary.

Secure Using Cement or Mortar Bed Option

Spread a 2” (5.1 cm) thick layer of cement or mortar on the subfloor where the bath will be placed. This will help
secure, level and support the bath.

NOTE: The support blocks must rest directly on the support floor.

Clear all the material away from the support block locations.

NOTE: Do not use gypsum cement or drywall compound for this application, as they will not provide an acceptable,
durable bond.

Position a support blocks on the floor.

Carefully, lift bath on the support blocks and make sure the bath is level. Consider using shims for additional
support it the subfloor is uneven.

Insert the drain tailpiece into the trap.

NOTE: An access panel will simplify future maintenance.

Apply a continuous bead of silicone sealant around the entire rim of the bath.

Secure Using Construction Adhesive Option

Apply a generous amount of high-quality construction adhesive to the bottom of the support blocks.

With help, carefully lift the bath into place and make sure it is level and resting on all support blocks.

Insert the drain tailpiece into the trap.

NOTE: An access panel will simplify future maintenance.
Apply a continuous bead of silicone sealant around the entire rim of the bath.

CAUTION: Risk of product damage.  Do not support the bath by the rim.
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5. Complete the Brick

6. Clean-Up After Installation

4. Installation the Plumbing

NOTE: Provide access to all plumbing connections to simplify future maintenance.

Connect the trap to the drain according to the drain manufacturer’s instructions.

Install the faucet valving according to the faucet manufacturer’s instructions. Do not install the faucet trim at this
time.

Open the hot and cold water supplies and check all connections for leaks.

Run water into the bath and check the drain connections for leaks.

Fill the bath to the overflow and check for leaks.

CAUTION: Risk of personal injury. Bath rim-mounted faucets that may be inadvertently used as a means of
support are not appropriate or safe for this installation.

CAUTION: Risk of property damage. Make sure a watertight seal exists on all bath drain connections.

Cover the constructed brick with cement. Seal the joints between the bath rim edge and the brick with silicone
sealant.

Cover the outer side of the constructed brick with tiles. Seal the joints between the bath rim and tile with silicone
sealant.

When cleaning up after installation, do not use abrasive cleansers, as they may scratch and dull the whirlpool
surface. If necessary, use warm water and a liquid detergent to clean the surface of the whirlpool.

Remove stubborn stains, paint, or tar with turpentine or paint thinner. Do not allow cleaners containing
petroleum distillates to remain in contact with any bath surfaces for long periods of time. Remove plaster
by carefully scraping with a wood edge. Do not use metal scrapers, wire brushes, or other metal tools. Use
a powder-type detergent on a damp cloth to provide mild abrasive action to any residual plaster.

Tile

Bath rim

Brick

Cement

Wall Material

Tile

Bath rim

Brick

Approved 
Tile 
Backing

Apply silicone 
sealant to the 
edges of the tile Apply 

sealant

Drop-In Installation Concrete Installation

Tile
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คำเตือน การตดิตัง้มคีวามเสีย่งอาจทำใหไดรบับาดเจบ็หรอืผลติภณัฑเสยีหาย 

เครื่องมือและวัสดุเพิ่มเติม
 
   ⌧     ⌧  
  ⌫⌫
 ⌫
 

ขอสังเกตกอนเริ่มการติดตั้ง

⌫ ⌫⌫⌫ 
 ⌦⌫ ⌫ 
 ⌫⌫

ขอขอบคุณที่เลือกใชผลิตภัณฑโคหเลอร

เครือ่งมอืและวสัดทุีใ่ชสำหรบัการตดิตัง้

  

 ⌫ 

⌫
 
⌫⌫⌦⌫ ⌫⌫
⌫ ⌫⌫

⌫⌫
⌫⌫ 


  ⌫



คมูอืการตดิตัง้
อางอาบน้ำแบบฝงตัว
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2. จัดเตรียมอางอาบน้ำ

1. จัดเตรียมสถานที่ติดตั้ง

⌫⌫  ⌧     ⌧   ⌦ ⌫⌦
 ⌦ ⌫     
 ⌫
 ⌦
⌦ ⌦

ขอสงัเกต 

ขอสงัเกต ⌫ ⌫⌫ 
⌫

⌫⌫
⌫⌫⌫⌫⌦
 ⌫

คำเตอืน การตดิตัง้มคีวามเสีย่งอาจทำใหผลติภณัฑเสยีหาย 

⌫ ⌫
⌫ ⌫

 



⌫    




  ⌧  
 ⌧  


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3. การรองรบัอางอาบน้ำบนพืน้สำหรบัรนุทีม่อีฐิสำเรจ็รปูรองรบั

⌫
⌫ 

การรองรับอางอาบน้ำโดยใชซีเมนตหรืออิฐกอ
⌫⌫⌫     ⌫⌫ 

ขอสงัเกต 
⌫

ขอสงัเกต    

   ⌫⌫
 ⌫


ขอสงัเกต 


การรองรับอางอาบน้ำโดยใชกาวชนิดถาวร
⌫⌫⌦
⌫⌫ ⌫



ขอสงัเกต 
⌦

คำเตอืน การตดิตัง้มคีวามเสีย่งอาจทำใหผลติภณัฑเสยีหาย 

⌫



   

⌦

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6. ทำความสะอาดหลังจากการติดตั้ง

5. กออิฐ

4. การติดตั้งทอน้ำ

ขอสงัเกต 
⌫
⌫ ⌦⌫
 ⌫⌫
 ⌦
⌦ ⌦

⌫⌫ 

⌫ ⌫  ⌫⌫
 ⌫ ⌫


คำเตอืน การตดิตัง้มคีวามเสีย่งอาจทำใหไดรบับาดเจบ็ ⌫ 

คำเตอืน การตดิตัง้มคีวามเสีย่งอาจทำใหผลติภณัฑเสยีหาย ⌦

 
 ⌦

  





⌫










  


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บริษัท โคหเลอร (ประเทศไทย) จำกัด (มหาชน)
ชั้น 16 อาคารจัสมิน ซิตี้, 2 ซอยสุขุมวิท 23 ถนนสุขุมวิท แขวงคลองเตยเหนือ เขตวัฒนา กรุงเทพ 10110 ลูกคาสัมพันธ โทร. 0 2204 6222 โทรสาร 0 2204 6224

www.karatsanitaryware.com

KOHLER (THAILAND) PUBLIC COMPANY LIMITED
16th Fl. Jasmine City Bldg. 2 Sukhumvit 23, Wattana, Bangkok 10110 Thailand.
Call Center Tel. +66 2204 6222 Fax. +66 2204 6224 E-mail: callcenterthailand@kohler.com


