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Installation and Care Guide
golu:unmsaadvia:-Mmsqiasny

K-12441X, K-17256K, K-17285X

IMPORTANT NOTICE TO INSTALLERS!:
Please leave these instructions for the
consumer. Please retain for future reference.
NOTE: Some installation parts might not be
provided.
NOTE: The toilet pictured in the installation
steps may differ from the model being installed.
CAUTION: Turn on the water and allow water
to flow through the supply pipe to flush the
system of any debris betore connecting fill valve.
NOTE: Do not recommend to apply with white
cement or high lime content to install this toilet.
The expansion of cement due to a rise in
temperature may make the toilet crack or cause
damage. Kohler is not responsible for any damage
cased by installation with the use of cement.
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1 Install the floor flange with T-bolts and
screws on the floor.
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2 Install the bowl.
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3 Do not overtighten!
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4 Turn the tank upside down and
place the gasket to the tank.
Install the tank onto the bowl.
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5 Connect supply and turn on the water.
Flush several times and check for leaks.
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Do not overtighten!
s ukuuau il

1/2"

Supply Hose
Adapter & a
15/16" to 1/2" anaum

(Optional Part)

6 Install the tank lid and the seat.

AnsainTlndeiniinazeisestiagusingg

1063070-X2-D

©2017 Kohler Co.



E & -
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Symptoms Recommended Action eyymnwy Aamsunlay WARNING: Risk of property or product damage. Do not
- . Y. . v . e use in-tank cleaners in your toilet. Products containing
1. Poor flush. A. Adjust the tank water level to match the 1. szuudniasn | n. diusesduinludeininliimnduseauiin chlorine (calcium hypochlorite) can seriously damage fittings
waterline. - 4. Blanndaninlsuans an g}a rﬁiaeg ;ank. This damage can cause leakage and property
B. Fully open the water supply shut-off valve. Tdanysal | A asagdeiinsanclueevinu 31an wazglsaey L ,
C. Clear obstructions from the trapway, jet, or bowl B 1 ¥ ¥ For best results, keep the following in mind when caring for your
rim holes. mmnmm product:
D. Clear obstructions from the waste line. 3 mf;@mmnmﬂumwmmm mmmvwamrmau e Carefully read the cleaner product label to ensure the cleaner is safe
o 2 o o - - for use on the material.
2. No flush. A. Reconnect the flapper chain to the trip lever or 2. szuudniamn | n. ﬂ?xﬂ@u%ﬂ‘[eﬁmmqmﬂm-ﬂmgmL%ﬂuﬁmﬂm Al oo - ) . bef
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flush valve. el &1 imﬁ@ﬂq Adating @,ﬂ%ﬂ pq i wlays tetst Z}?ur ct'eanmgf solution on an inconspicuous area before
. . o o . L A a . o a ing to the entire surface.
B. Adjust the flapper chain assembly to 1. Uiuaumilsialdneasdaudla-Uaadainaaniin PPyIng ) _ . _
remove excessive slack. Saldvelnu * Wipe surfaces clean and rinse completely with water immediately
- — , after cleaner application. Rinse and dry any overspray that lands on
3. Thefill valve | A. Adjust the flapper chain for proper slack so the 3. 1A% n. ﬂ%’ueﬁ’ﬂisﬁsﬂ@qau@m_ﬂmqqg{q walsiad A uniatla nearby surfaces.
turps on/off flapper closes. o ) VL}JV?INQIA # MNNZAN * Do not allow cleaners to sit or soak on the surface.
by tl}tfdi B. tc}iean.or;ePli;e t}t‘}‘i ?}?pper if itis worn, dirty, or | $q{gisilya | 4. mﬂ@umm Handaieenandsn liinauazenn | » Use a soft, dampened sponge or cloth. Never use an abrasive
without © risafigned wi € opening. RialsShTaiy i mfmﬂ@ﬂummmmmw mm%ﬂummmw material such as a brush or scouring pad to clean surfaces.
toilet being C. Clean the area around the opening to allow AABAIIA v dn B ful ) o s i th th .
flushed, or it the flapper to seal. ; < _ > S0 e e ]fSe care udnccl)t to .ezve itgmmg materials in contact with the surface
runs, allowing | D. Adjust the tank water level if it is too high. A. mvmw;im:;mm;mgné@ui - mﬁmmlﬂ'aop - or extended periods of time.
water to enter | E. Replace the fill valve if the valve float sinks. 3. ﬂfUiZ@U}LﬂumWﬂuﬂu@mm MNWUANNBEEAINU| e The ideal cleaning technique is to rinse thoroughly and blot dry any
the tank. F. Adjust the tank water level if it is too high. Laﬁimum . water from the surface after each use.
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4. Tank takes | A. Fully open the water supply shut-off valve. 2. Yuszaugn ludeininlianas wnwudntneggaiu > o
exce'ssive time | B. Ch'eck the flexible suPply line (if applicable) for L'zﬁuﬁ‘”ﬁ/‘]_llfﬁ . MIAUATNEIURSMINIANINEEDIN
to fill. a kink. Remove the kink. . o A N - - oo
C. Clean the valve inlet, valve head, or supply line. | 4. sg&iz19a1 n. Lﬂmwmuﬂumﬂmm A LBAITTZAN mﬁmammgﬁ@ﬂa’lmnﬂmwLaﬂmﬂnuvnwn
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Flush the lines. tdihdeinii | 9. asageuanzina ﬂsumammmnmammmmumm adauaguing uliiewieuazeiaguinsiniglu
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5. There is A. Partially close the water supply shut-off valve if Vl’Niil’]ﬁ @Wﬂﬁuﬂm‘ﬁ/ﬂ(ﬂﬂiﬂLﬁ‘ﬂﬁ’]m’m@‘”ﬂ’]ﬁm’]d{’ﬁ Fenlstnaelas T N LR & a
excessive the waterpressure to the toilet is too high. ¢ E}LQ@LEIIEING g {1@@ 79) 813N MRLINTINNE ILAINNUINANTS
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noise when Check the toilet performance following any such | 5 55305 | n. wnilusediyiannifuly Yiuandadla-Tariali . :
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is filling. B. Remove dirt or obstructions from the valve head. e o &
Flush the lines fannin 10942 U BNATY 219971U ‘Eﬂimﬂgummumuuwmmu
1. uqﬂ\?ﬂﬂﬂiﬂui‘@@\?LLﬂ@ﬂﬂ@@N@ﬂﬂ@qﬂqq@quqmq o AU INKARAUTNHUNEIMNANNAZAA LW@SLVILLHSL'“VJ’] mmmmm
6. Trip arm A. Adjust flush ball chain assembly to remove " - T oo . — 3 3 . zmmhimnumﬂmmmqmu
strikes excessive slack. 6. inunamyiu | n. Yiudaldlieglussdunmunzan inaannismean R A ’rJ’]ﬂﬂu@mﬂm%ﬂﬂuiﬁﬂ’]umﬂﬂ%ﬂimﬂ
o o O 1] L] o
tank lid B. Adjust trip arm bracket and flange so they HAenwniin 1a98ald . 1 154 '
underside. are parallel with tank top. . Uiufinuanldaunuiuidainig wmmuuummﬂmmw siasnsadunmuiuliren . - .
. mqmﬂ@ﬂwuwm\imﬂ‘lﬂm@mgmmmmmmmmm:mmmqmﬂmm
Wiutiazann e ldlfiazaesieguninguineg
K A R A I® . mmwjmmmmmmmmuummﬂmm
. “lﬂn‘vxlmmmumummq wekinuvinanuazens Tnulidandaia 1y
ASIAN EMERGING MARKETS uisedn m‘ﬂLLNme 1uﬂ7§'“ﬂqﬂ'ﬂ'\3~lﬂw@qm
Asia Customer Service Centre, Kohler Asia Pacific Limited Tel: +(86) 21 2606 2572 . iw\iﬂmmmmwmﬂmﬂmmmi’mummeﬂmmLﬂunmmu
KE)ﬂLER_ (THAlLAND)[ PUB!JC__: COMPANY L||\!||IE[?_ i . LWﬂuﬂﬂ'\?W’]ﬂ’NN@vﬂqﬂWEﬂﬂﬂ mqmmm’mmmmm “iaRa
usun TArkiaos (UsinAlng) dhria (UKisu) : anAduwus/Call Center 0 2204 6222 qmﬂmwﬂwm SR TU
E-mail: callcenterthailand @kohler.com

1063070-X2-D ©2017 Kohler Co.



