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Note: The recommended dimension for installation can be adjusted according to user preferences and layout.

Dimensions are approximate.
Unit: mm

EVORA 1850
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DUAL SYSTEM BATH

K-18749X

Specified Model
Model Description Color/Finished
K-18749X-W03 Evora 1850 two person dual system/Flat jet 0: White

Technical Information Required Electrical Service
Fixture:
Basin area:
Basin area bottom 1100 x 550 mm
Basin area top 1650 x 780 mm
To overow:
Water depth 370 mm
Capacity 320 liters
Drain hole Ø38 mm (1-1/2")
Overow hole Ø52 mm
Weight 72 kg
*Approximate measurements for comparison only.

Installation Notes
Install this product according to the installation guide.
Floor support under bath must provide for a minimum of
390 kg/square meter loading.
This bath is designed for drop-in installation only.

Dedicated circuit required, protected with Class A
Ground-Fault Circuit-Interrupter (GFCI) or Earth Leakage Circuit 
Breaker (ELCB):

GFCI/ELCB 220-240 V, 20 A, 50/60 Hz

Features
•	 Acrylic and reinforced with fiberglass
•	 Drop-in
•	 Includes pop-up drain, overow and two pillows head
•	 Includes earth leakage circuit breaker (ELCB)
•	 Includes electronic keypad
•	 6 adjustable fIat jets 
•	 12 back jets and 18 air jets
•	 Integral heater
•	 Bodyguard safety valve
•	 Molded lumbar supports and armrests
•	 1850 x 1100 x 600 mm

Codes/Standards Applicable
Specified model meets or exceeds the following:
•	 ANSI Z124.1.2
•	 TIS 2141-2546

1850
925

1100

550

600

64 150

46
110

Pump(Blower Motor)
Control Access
W500xH450

Customer Interface Access Panel
W500 x H450

1-1/2" Bath drain

Air blower
Heater W V Hz A
180 W 800 220-240 50/60 3.8

Pump Motor V Hz A
1100 W 220-240 50/60 5.8



ภาพแสดงผลิตภณัฑ์
ลูกค้าสัมพันธ์: 0-2204-6222 
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หมายเหต:ุ ระยะแนะน�ำการติดตัง้สามารถปรับได้ตามความเหมาะสมของผู้ใช้งานและพืน้ท่ีตดิตัง้

ขนาดระยะแสดงคา่โดยประมาณ
หนว่ย: มม.

อ่างอาบนํา้ระบบน�ำ้วน-อัดอากาศ 

K-18749X

อีโวร่า 1850
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รุ่นผลิตภณัฑ์
รุ่น ช่ือผลิตภณัฑ์ สี/วัสดุเคลือบผิว
K-18749X-W03 อา่งอาบน�ำ้ระบบน�ำ้วน-อดัอากาศ พร้อมหวัเจ็ตปรับทิศทางแบบเรียบ รุ่นอีโวร่า 1850 0: สีขาว

ข้อมูลผลิตภัณฑ์ ข้อก�ำหนดกระแสไฟฟ้า 
ข้อมลูอา่งอาบนํา้:
พืน้ท่ีด้านลา่ง 1100 x 550 มม.
พืน้ท่ีด้านบน 1650 x 780 มม.
ถงึระดบันํา้ล้น:
ระดบันํา้ลกึ 370 มม.
ความจนุ�ำ้ 320 ลติร
ขนาดรูทอ่น�ำ้ทิง้ Ø38 มม. (1-1/2")
ขนาดรูน�ำ้ล้น Ø52 มม.
น�ำ้หนกั 72 กก.
*ระยะคา่ประมาณส�ำหรับเพ่ือเปรียบเทียบเทา่นัน้

ข้อสังเกตส�ำหรับการตดิตัง้
ตดิตัง้ผลติภณัฑ์โดยใช้คูมื่อข้อแนะน�ำการตดิตัง้
พืน้ท่ีใช้รองรับอา่งอาบนํา้ต้องสามารถรับนํา้หนกัอยา่งน้อย 390 กก./ตร.ม. 
อา่งอาบนํา้ถกูออกแบบส�ำหรับการตดิตัง้แบบฝังเทา่นัน้

ตดิตัง้อปุกรณ์ตดักระแสไฟฟ้าอตัโนมตัแิบบ GFCI (Ground-Fault 
Circuit-Interrupter) หรือ ELCB (Earth Leakage Circuit Breaker):
GFCI/ELCB 220-240 โวลต์, 20 แอมป์, 50/60 เฮิรตซ์

คุณลักษณะ
•	 อะครีลิคเสริมใยแกว้
•	แบบฝัง
•	พร้อมสะดืออ่างแบบป๊อบอพั ท่อน�้ำลน้ และหมอน 2 ใบ
•	พร้อมอปุกรณ์ตดัไฟฟ้าอตัโนมติัแบบ ELCB
•	พร้อมแผงปุ่ มควบคมุ (อิเล็กทรอนิกส์)
•	หวัเจ็ตปรบัทิศทางแบบเรียบ 6 หวั 
•	หวัเจ็ตนวดแผ่นหลงั 12 หวัและหวัเจ็ตอดัอากาศ 18 หวั
•	 ระบบท�ำความร้อนในตวั
•	 วาล์วป้องกนัส่ิงอดุตนัดว้ยระบบเสียงเตือน
•	 มีพืน้ทีร่องรบัช่วงเอวและทีพ่กัแขน
•	1850 x 1100 x 600 มม.
มาตรฐาน
คุณสมบัติตามมาตรฐาน
•	ANSI Z124.1.2
•	มอก. 2141-2546
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 ทอ่นํ �าทิ �ง1-1/2”

 ชอ่งซอ่มบํารุงรักษา
กว้าง 500 x สูง 450 มม.

 มีขนาดอยา่งน้อย ชอ่งซอ่มบํารุงปั�มลม
กว้าง 500 x สูง 450 มม.

ป๊ัมน�ำ้
มอเตอร์ โวลต์ เฮิรตซ์ แอมป์
1100 W 200-240 50/60 5.8

ป๊ัมลม
ฮีตเตอร์ วตัต์ โวลต์ เฮิรตซ์ แอมป์
180 W 800 200-240 50/60 3.8


