
Product Diagram

Note: The recommended dimension for installation can be adjusted according to user preferences and layout.

Dimensions are approximate.
Unit: mm

Call Center: 0-2204-6222
kohler.com
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Note: Flow rates are approximate. (1 gallon = 3.785 liters, 1 bar = 14.5 psi)
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Specified Model
Model Description Color/Finished
K-74046X Taut bath spout CP: Polished Chrome

Features
•	 Solid metal construction
•	 Durable Kohler finishes resist corrosion and tarnishing
•	 Coin aerator allows for easy cleaning and maintenance
•	 162 mm spout reach
•	 Wall-mount installation with G1/2" thread connection

Codes/Standards Applicable
Specified model meets or exceeds the following:
•	 N/A

Installation Notes
Install this product according to the installation guide.



ภาพแสดงผลิตภัณฑ์
ลูกค้าสัมพันธ์: 0-2204-6222 

kohler.com

หมายเหต:ุ ระยะแนะน�ำการติดตัง้สามารถปรับได้ตามความเหมาะสมของผู้ใช้งานและพืน้ท่ีตดิตัง้

ขนาดระยะแสดงคา่โดยประมาณ
หนว่ย: มม.

หัวก๊อกลงอ่างอาบน�้ำ

K-74046X

ทอธ
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รุ่นผลิตภัณฑ์
รุ่น ชื่อผลิตภัณฑ์ สี/วัสดุเคลือบผิว
K-74046X หวัก๊อกลงอา่งอาบน�ำ้ รุ่นทอธ CP: สีโครมเงา
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หมายเหต:ุ อตัราการไหลคา่โดยประมาณ (1 แกลลอน = 3.785 ลติร, 1 บาร์ = 14.5 ปอนด์ตอ่ตารางนิ �ว)
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คุณลักษณะ
•	 ผลิตจากโลหะ
•	 วัสดุเคลือบผิวพิเศษจากโคห์เลอร์ คงทน เงางาม
•	ท�ำความสะอาดปากก๊อกได้ง่ายโดยใช้เหรียญไขปากก๊อก
•	 ระยะจากกึ่งกลางตัวก๊อกถึงกึ่งกลางปากก๊อก 162 มม.
•	ติดตั้งแบบฝังผนัง เกลียวข้อต่อขนาด G1/2"

มาตรฐาน
คุณสมบัติตามมาตรฐาน
•	 ไม่ระบุ

ข้อสังเกตส�ำหรับการติดตั้ง
ตดิตัง้ผลติภณัฑ์โดยใช้คูมื่อแนะน�ำการตดิตัง้


