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Product Diagram

HYGIENE SPRAY

K-77364X
Features
• Premium metal body
• Anti-bacterial silicone material
• Katalyst air-induction spray assures optimum coverage and comfort 
• Precision ow control meets all user needs regardless 
 of your home's water pressure
• Ergonomic, easy clean design
• Includes 1.2 m exible hose

Codes/Standards Applicable
Specified model meets or exceeds the following:
• JIS Z 2801:2010

Installation Notes
Install this product according to the installation guide.

Dimensions are approximate.
Unit: mm
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Note: Flow rates are approximate. (1 gallon = 3.785 liters, 1 bar = 14.5 psi)
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Specified Model
Model Description Color/Finished

K-77364X Luxe hygiene spray with hose and fixed wall bracket CP: Polished Chrome

KOHLER.ASIA



คุณลักษณะ
• ผลิตจากโลหะ แข็งแรง ทนทาน
• ซิลิโคนชนิดพิเศษ ยับยั้งเชื้อแบคทีเรีย
• เทคโนโลยีแคตทาลิส ผสมอากาศเข้ากับสาน�้า เพิ่มความชุ่มฉ�่า
• ปรับระดับสายน�้าได้อย่างแม่นย�า
• ดีไซน์เหมาะแก่การใช้งานและง่ายต่อการท�าความสะอาด
• พร้อมสายน�้าดียาว 1.2 ม.

มาตรฐาน
คุณสมบัติตามมาตรฐาน
• JIS Z 2801:2010

ข้อสังเกตส�าหรับการติดตั้ง
ตดิตัง้ผลติภณัฑ์โดยใช้คูมื่อแนะน�าการตดิตัง้

สายฉีดช�าระ

K-77364X

ลักซ์
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ภาพแสดงผลิตภัณฑ์

ขนาดระยะแสดงคา่โดยประมาณ
หนว่ย: มม.
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หมายเหต:ุ อตัราการไหลคา่โดยประมาณ (1 แกลลอน = 3.785 ลติร, 1 บาร์ = 14.5 ปอนด์ตอ่ตารางนิ �ว)
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สายนํ �าดี 1.2 ม.

รุ่นผลิตภัณฑ์
รุ่น ชื่อผลิตภัณฑ์ สี/วัสดุเคลือบผิว
K-77364X สายฉีดช�าระพร้อมสายออ่นและขอแขวน รุ่นลกัซ์ CP: สีโครมเงา

ลูกค้าสัมพันธ์ (ประเทศไทย): 0-2204-6222 
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