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Product Diagram

TOUCHLESS LAVATORY FAUCET

K-20013T 
Features
•	 Brass construction
•	 Mixer type
•	 Polished chrome surface, strong corrosion-resistant surface
•	 Spray aerator
•	 Automatically stop when used continuous more than 1 minute
•	 125 mm spout reach

Codes/Standards Applicable
Specified model meets or exceeds the following:
•	 GB18145-2003
•	 CJ/T 194-2004

Installation Notes
Install this product according to the installation guide.

Dimensions are approximate.
Unit: mm
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Technical Information
Sensor Duration Less than 0.5s

Shut-off Delay  0.5~1s

Sensind Distance Automatic adjustment  

Flow Rate About 1.9 L/min

Ambient Temperature 1~55°C

Supply Water Temperature 0.5~71°C

Supply Water Pressure 0.05~0.86 MPa
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Note: Flow rates are approximate. 
(1 gallon = 3.785 liters, 1 bar = 14.5 psi)

Inlet Pressure (Bar) 
Flow Curve

Fl
ow

 R
at

e 
(L

P
M

)

Specified Model
Model Description Color/Finished
K-20013T Finial Mixer Touchless Lavatory Faucet (With Out Power Supply) 0.5 GPM CP: Polished Chrome 

Recommend Accessories
K-16305T-NA POWER SUPPLY, OUTPUT 6V NA: Not Applicable
K-24484T-NA DC POWER UNIT NA: Not Applicable
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หมายเหต:ุ อตัราการไหลคา่โดยประมาณ
(1 แกลลอน = 3.785 ลติร, 1 บาร์ = 14.5 ปอนด์ตอ่ตารางนิ �ว)

ก๊อกผสมอ่างล้างหน้าระบบเซน็เซอร์

K-20013T 

ฟีเนียล

รุ่นผลิตภณัฑ์
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ภาพแสดงผลิตภณัฑ์

คุณลักษณะ
•	 ผลิตจากทองเหลือง
•	 ก๊อกผสมระบบเซ็นเซอร์
•	 ป้องกนัการกดักร่อนอย่างมีประสิทธิภาพดว้ยพืน้ผิวโครเมีย่มขดัเงา
•	ปากก๊อกแบบสเปรย์
•	 ระบบหยดุท�ำงานอตัโนมติัเมือ่ใชง้านต่อเนือ่ง 1 นาที
•	 ระยะจากก่ึงกลางตวัก๊อกถึงก่ึงกลางปากก๊อก 125 มม.

มาตรฐาน
คุณสมบัติตามมาตรฐาน
•	 GB18145-2003 
•	 CJ/T 194-2004

ข้อสังเกตสำ�หรับการติดตั้ง
ตดิตัง้ผลติภณัฑ์โดยใช้คูมื่อแนะน�ำการตดิตัง้

รุ่น ช่ือผลิตภณัฑ์ สี/วัสดุเคลือบผิว
K-20013T ก๊อกผสมอ่างล้างหน้าระบบเซ็นเซอร์ 0.5 GPM รุ่นฟีเนียล CP: สีโครมเงา

ขนาดระยะแสดงคา่โดยประมาณ
หนว่ย: มม. 125
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วาล์วเปิด-ปิดน้ำ
(ไม่รวมในชุดผลิตภัณฑ์)

ผนัง

เชื่อมต่อกับ
แหล่งพลังงาน

พื้นผิวเคาน์เตอร์

พื้น

ข้อมูลผลิตภณัฑ์

ระยะเวลาในการตรวจจับ น้อยกวา่ 0.5  วินาที

หน่วงเวลาปิด 0.5~1 วินาที

ระยะการตรวจจบั ปรับระยะตรวจจบัอตัโนมตัิ

อตัราการไหล 1.9 ลติร/นาที

อณุหภมิูแวดล้อม 1~55°C

อณุหภมิูน�ำ้ 0.5~71°C

แรงดนัน�ำ้ 0.05~0.86 เมกะปาสคาล

อุปกรณ์ที่จ�ำเป็น
K-16305T-NA ชุดจ่ายไฟ AC NA: สีตามชนิดวัสดุ
K-24484T-NA ชุดจ่ายไฟกระแสตรง NA: สีตามชนิดวัสดุ


