
1075536-X2-A Call Center /1075536-X2-A

Installation Instruction - Two Piece Toilets

Use sleeve for drilling holes 
through mounting holes on 
the bowl is recommended.

Apply 
silicone

Install tank to the bowl and connect water supply hose.Install toilet with floor mounting kit.

CAUTION: Turn on the water
and allow water to flow through 
the supply pipe to flush the 
system of any debris befor 
connecting fill valve.
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1162626-X2-A

Remove this label before using the toilet
การติดตั้งสุขภัณฑสองชิ้น

ควรใชปลอกรองสำหรับเจาะรู

ยาแนว
ดวยซิลิโคน

ประกอบถังพักน้ำเขากับโถสุขภัณฑติดตั้งโถสุขภัณฑดวยชุดนอตยึดโถสุขภัณฑ

ขอควรระวัง: เปดนํ้าเพื่อทำความสะอาดและ
ขจัดเศษตางๆออกจากทอนํ้าดีกอนประกอบ
กับวาลวนํ้าเขา

ทอน้ำทิ้ง

เกลียว

ลอกฉลากนี้ออกกอนใชงาน

ลูกคาสัมพันธ / Call Center: 0 2204 6222

การวางทอเยื้องใหหัน
ทิศทางตามภาพ
Position the connector 
as shown in the picture. 


