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Thank You For Choosing Kohler Company

We appreciate your commitment to Kohler quality. Please take a few
minutes to review this manual before you start installation. If you
encounter any installation or performance problems, please don’t hesitate
to contact us. Our phone numbers are listed on the back cover. Thanks
again for choosing Kohler Company.

Prior to installation, unpack the new lavatory and inspect it for
damage. Return the lavatory to its protective carton until you are ready
to install it.
Inspect the drain and supply tubing. Replace if necessary.
Do not substitute another sealant if one is supplied with this lavatory.
Use the template supplied with the lavatory.
These lavatories are designed for use with tall single-control faucet.

Before You Begin

Tools and Materials

CAUTION: Risk of personal injury or product damage. Handle
with care. Vitreous china can break or chip if the product is
handled carelessly.

Plus:
 •  Safety Shoes
 •  Template (supplied)
 •  Drill bit 1/2" or larger

Pencil

Scissors Drill

Safety 
Glasses

Tape 
Measure

Keyhole/Compass 
Saw

Observe all local plumbing and building codes.
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Install the water supplies and drain piping according to the
roughing-in information.
Determine which template cut line corresponds with the lavatory
model to be installed.
Cut along the inside of the cutting line.
Position the template on the countertop.

NOTE: Be sure to provide sufficient spout overhang into the lavatory basin.
See the roughing-in notes for minimum spout length information.

Check for adequate clearance between the backsplash and lavatory.
Refer to the faucet installation instructions for required clearance, and
mark the perferred faucet hole locations using a soft lead pencil.
Trace the template on the countertop with a pencil.

1. Preparation

Backsplash

Note: When determining cut-out location, allow for adequate 
clearance between the backsplash and the lavatory.

Outside Edge
of Lavatory

Cut-out Line



1060382-X2-A 4 Kohler Co.

1/8" (3mm) Thick
Bead of Sealant

Cut-out
Hole

2. Install the Lavatory

Cut out the opening by carefully following the pencil line traced
from the template.

CAUTION: Risk of personal injury or product damage. Handle
with care. Vitreous china can break or chip if the product is
handled carelessly.

Temporarily set the lavatory into the countertop cutout to check for fit.
Remove the lavatory from the countertop cutout.
Install the tall single-control faucet according to the manufacturer’s
instructions.

NOTE: Do not substitute another sealant for the one provided.
The supplied sealant is required to permanently bond the lavatory to the
countertop.

Apply 1/8” (3mm) beads of sealant around the edge of countertop.
(see illustration)
Set the lavatory into the countertop cutout. Use care to avoid smearing
the sealant beads.
Immediately wipe away any excess sealant, and fill any voids as needed.
Verify that the lavatory has not moved out of position.
Allow the sealant to cure for at least 30 minutes before proceeding.
Connect and tighten the trap to the drain, and complete the water
supply connections to the faucet according to the instructions packed
with the faucet.
Run water into the lavatory and check for leaks.
Clean up with a non-abrasive cleaner.



เครือ่งมอืและวสัดทุีใ่ชสำหรบัการตดิตัง้

ตลบัเมตร

คมูอืการตดิตัง้
อางลางหนาแบบตั้งลอย

ดินสอ

⌫ ⌫⌫⌫
  ⌦
 ⌫ 
 ⌫⌫


ขอสังเกตกอนเริ่มการติดตั้ง

ขอขอบคุณที่เลือกใชผลิตภัณฑโคหเลอร

  ⌦
 
⌫ ⌫

ขอควรระวงั การตดิตัง้มคีวามเสีย่ง อาจทำใหไดรบับาดเจบ็หรอืสขุภณัฑ
เสยีหาย  ⌫
 

ฟองน้ำ เลื่อยเจาะรู

กรรไกร สวาน

เครือ่งมอืและวสัดเุพิม่เตมิ
• รองเทานิรภัย
• กระดาษแมแบบ (แนบมากับผลิตภัณฑ)
• ดอกสวาน ขนาด 1/2 นิว้ หรือใหญกวา
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
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
⌫
⌫



1. เตรยีมการตดิตัง้
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
⌫



  ⌫ 
⌫⌫

⌫⌦
 




2. การตดิตัง้อางลางหนา
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⌫

 ⌫

⌫

ขอแนะนำ  ⌫⌦


     ☯
 
⌫⌫ 
⌫
  ⌫
  ⌦
⌫
 ⌦⌦
⌫⌫

ขอควรระวงั การตดิตัง้มคีวามเสีย่ง อาจทำใหไดรบับาดเจบ็หรอืสขุภณัฑ
เสยีหาย ⌫ 
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บริษัท โคหเลอร (ประเทศไทย) จำกัด (มหาชน)
อาคารจัสมิน ซิตี้ ชั้น 16, 2  ซอยสุขุมวิท 23 ถนนสุขุมวิท แขวงคลองเตยเหนือ เขตวัฒนา กรุงเทพ 10110

ฝายลกูคาสมัพนัธ โทร. 0 2204 6222 โทรสาร 0 2204 6224

KOHLER (THAILAND) PUBLIC COMPANY LIMITED
16th FL. Jasmine City Bldg. 2 Sukhumvit 23, Wattana, Bangkok 10110 Thailand

Call Center Tel. 66 2204 6222 Fax. 66 2204 6224 E-mail: callcenterthailand@kohler.com

www.kohler.com


