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Thank You for Choosing Kohler Company

Important Information

IMPORTANT SAFETY INSTRUCTIONS

Please read these instructions carefully to familiarize yourself with the required tools, materials, and installation 
sequences. Follow the sections that pertain to your particular installation. This will help you avoid costly  
mistakes. In addition to proper installation, read all operating and safety instructions. 

NOTE: The bathtub pictured in the installation steps may differ from the model being installed.

IMPORTANT NOTICE TO INSTALLERS!: Please leave these instructions for the consumer. They contain 
important information.

In addition to installation procedures, this manual contains important care and cleaning. Please retain for future 
reference.
¨ Please provide adequate available space for the bath unit in accordance with rough-in. Arrange the location of 

drain in advance.
¨ Identify blower and switch access location before proceeding with installation.
¨ Bath can be installed after the wall is completed. Bath drain supplies should be arranged preliminarily 

according to the selected bath.

NOTICE: DO NOT LIFT BATH BY PIPE WORK. Inspect for any possible damage that may have occurred in 
transit. Position a clean drop cloth or similar material in the bottom of the bath to pretect the finish. Be careful not 
to scratch the surface of the bath.

NOTE: NO BLOWER AND SWITCH ACCESS NO WARRANTY SERVICE. Ventilation must be provided to 
access panel in order to allow heat from blower to dissipate. Jalousie window access is recommended.

Thank you for choosing Kohler. Kohler craftsmanship offers you a rare combination of proven performance 
and graceful sophistication that will satisfy you for years to come. The dependability and beauty of your Kohler 
product will surpass your highest expectations. We’re very proud of our products here at Kohler and we know 
you will be too.

Please take a few minutes to review this manual before you start installation. If you encounter any installation 
or performance problems, please don’t hesitate to contact us. Our phone numbers and website are listed on back 
cover.

All information in this manual is based upon the latest product information available at the time of publication. 
At Kohler, we constantly strive to improve the quality of our products. We reserve the right to make changes in 
product characteristics, packaging or availability at any time without notice.

Thank you for choosing Kohler Company.

WARNING: Risk of electrical shock. A licensed electrician should make all electrical connections.

DANGER: Risk of fire, electric shock, or injury to Persons. Read important safety instructions 
included in these instructions.

WARNING: Risk of electrical shock. Connect only to a circuit protected by a Ground-Fault 
Circuit-Interrupter (GFCI) or Earth-Leakage Circuit-Breaker (ELCB).

WARNING: Risk of electrical shock. Disconnect power before servicing.

A.  Installation Hazard Notification

Read and Practice the Instructions Strictly
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A. Summary of Key Requirements
¨ Observe all local plumbing and electrical codes.

¨ Install the unit to a level subfloor.

¨ Provide properly-dimensioned framing.

B.  Plumbing Specifications
If using a rim-mounted bath faucet, flexible connections between the valves and spout may be required. Confirm 
adequate mounting, connection space of specified faucet for your installation.

C.  Product Inspection
Carefully unpack and inspect the bath with airjets for damage. Leave all materials in the carton during  
constructions to prevent damage.

D.  Electrical Requirements
The installation must have a Ground-Fault Circuit-Interrupter (GFCI) or Earth-Leakage Circuit-Breaker (ELCB). 
The GFCI or ELCB protects against Line-to ground shock hazard. Use a 220-240 V, 10 A (minimum), 50 Hz  
dedicated service for the bath with airjets.

NOTICE: Follow all local plumbing and electrical codes.

ATTENTION: Temperature deviation. Water temperature at different parts of the bath may not be the same, 
which may cause the temperature detected and shown on the panel slightly differ from the actual water  
temperature in the bath.

Product Requirements

WARNING: Keep the area around the blower motor clean and free of debris. Ensure that the area 
around the blower motor is free of sawdust, insulation, dirt, or other small loose debris. Such material 
could clog the blower motor air ducts and reduce the air flow through the blower.

WARNING: Risk of damp. Silicone sealant shall be applied to connections of the bath drain pipe and the 
drainage pipeline.

WARNING: Unauthorized modification may cause unsafe operation or affect performance of the bath 
with airjets. Do not relocate the blower motor, or make other modifications to the system in the absence 
of kit instructions, as this could adversely affect the performance and safe operation of the bath with  
airjets. Kohler shall not be liable under its warranty or otherwise for personal injury or damage caused by 
any such unauthorized modification.

B.  Factory-Assembled Features
Factory installed components include blower motor with power supply cord, electronic drain, controller, check 
valve, air piping, water level sensor, user keypad, and keypad cable. Other than power wiring and plumbing,  
no assembly is needed.

Important Safety Instructions (Cont.)

WARNING: Risk of injury or property damage. Please read all instructions thoroughly before 
beginning installation, including the following Product Requirements.
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Tools

Site Requirements

Plus:
¨ Plumbers putty
¨ Wall coverings (if necessary)
¨ Gypsum cement (optional)
¨ Construction adhesive or silicone 
 (optional)
¨ Protective covering for bathtub
¨ Nails
¨ Conventional woodworking or 
 concrete installation tools and materials
¨ Drop cloth

NOTICE: Unless otherwise specified, floor support under the bath must provide for a minimum of 390 kg/
square meter loading.

NOTICE: Provide adequate ventilation (the minimum area of the ventilation opening is 5 m) and a minimum
of 15 cubic feet (0.4 cubic meters) in the installed location for cooling the blower and to supply sufficient air  
for the blower. Do not install the blower motor closer than 2.5 cm from the wall or other objects.

¨ Make sure the flooring offers adequate support for your bath, and verify that the subfloor is flat and level.
¨ Make sure the deck is adequately supported.
¨ Install an access panel to allow the blower, the controller and the keypad to be serviced. Jalousie access 

is recommended. Please refer to rough-in for exact location of access panel.
¨ Construct brick or concrete supports.
¨ Provide a 2 mm gap between the bath rim and the concrete or brick framing.

CAUTION: Risk of product damage. 
Do not support the bath by the rim.

A.  Old Bath Removal (If Applicable)
Disconnect the drain at the trap. Remove the old wall 
material. Slip boards under the old bath feet to protect 
the floor, and slide the old bath out of the recess as  
illustrated.

B. Prepare the Site

Old Bath Floor Protection Boards

Typical
Access
Panel

Bath

2 mm

Tile Brick

Tile
Brick
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CAUTION: Risk of product damage. Do not lift the bath with airjets by the air channels or blower 
motor, or use the air channels or blower motor for structural support of the bath.

CAUTION: Risk of product damage. Do not support the bath by the rim.

If the subfloor is not level, shim the bath support blocks as necessary.

A.  Choose to Use Concrete or Mortar Bed
NOTE: Do not use gypsum concrete or drywall compound for this application, as they will not provide 
an acceptable, durable bond.
¨ Spread a 50 mm thick layer of cement or mortar on the subfloor where the bath will be set. This will help 

secure, level, and support the unit.
¨ Brush a layer of waterproof paint on top of the cement or mortar bed.
¨ With help, carefully lift the bath into place.
¨ Insert the drain tailpiece into the floor drain. Make sure the bath is level and all feet are sufficiently supported.
¨ Remove the protective tape from the rim.

¨ Your new bubble has been manufactured to the highest possible standards, it has been factory tested and 
approved.

¨ When removing bath from protective carton . DO NOT LIFT BATH BY PIPE WORK. Inspect for any possible 
damage that may have occurred in transit. Position a clean drop cloth or similar material in the bottom of the 
bath to pretect the finish. Be careful not to scratch the surface of the bath.

¨ Identify blower and switch access location before proceeding with installation.

NOTE: NO BLOWER AND SWITCH ACCESS NOWARRANTY SERVICE. Ventilation must be provided to 
access panel in order to allow heat from blower to dissipate. Jalousie access is recommended.

IMPORTANT: Bath must be installed level on all top edges.

C.  Bubble Area Construction Preparation (Optional)
Make sure you allow for access to the pump in the event the unit requires service. When constructing the  
framing, allow for the thickness of sub and finish wall material (e.g. mortar mix and ceramic or marble tilling).

Drop In Installation: Refer to rough-in notes for cutout details. Make sure the bubble is supported by the  
supporting feet on the bottom of the bubble.

Do not hang the bath by the rim.

Site Requirements (Cont.)

Bath Rim

2 mm Gap
Between Bath Rim and Framing

Install the Bath

Before Installing the Bath
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¨ Connect the drain to the trap.
¨ Run water into the bath, and check the drain connections for leakage.
¨ Install the faucet valving according to the faucet manufacturer‘s instructions. Do not install the faucet trim 

until instructed. Open the hot and cold water supplies, and check the supply connections for leakage.
¨ Ensure a seal on the bath drain and the floor drain.

NOTE: An access panel will simplify future maintenance.

C. Make Electrical Connections

NOTE: Electronic parameter label located on the controller. This label also identifies the electrical rating.

¨ Your Kohler bath with airjets is equipped with a cord and plug. The blower motor has been wired at the 
factory. A licensed electrician must install a dedicated GFCI-protected or Earth-Leakage Circuit-Breaker 
(ELCB), 220 V, 10 A, grounded outlet.

¨ Plug the control box into this outlet.
¨ Clean the area of all dust and debris.

D. Test Run the Bath with Airjets
¨ Check all electrical connections, and make sure the electrical power to the bath with airjets is on.

¨ Make sure all piping connections in the air harness are secure.

¨ Verify that the blower motor is secure.

¨ Temporarily remove the plastic drop cloth or other protective sheeting from the bath.

¨ Slide the sliding slip to unlock the panel. Touch the electronic drain on/off button “  “ to close the drain.
The pink light flashes. Fill the bath to a level at least 10 cm above the top of the highest airjet.

¨ Refer to “Bath Operation” to make sure that every function works well.

¨ Check the drain piping for leaks. Repair any leaks.

¨ Operate the bath and check for air flow through the airjets. Check the air piping for air leaks.

¨ Stop the bubble massage and drain the water.

¨ Return the plastic drop cloth or other protective sheeting to the bath. Check the drain connections for leakage.

B. Install the Plumbing
CAUTION: Risk of product damage. Ensure a watertight seal on the bath drain.

WARNING: Risk of electric shock. To reduce the risk of electrical shock, connect the control box to 
a properly grounded, grounding-type receptacle protected by Ground-Fault Circuit-Interrupter (GFCI) or 
Earth-Leakage Circuit-Breaker (ELCB). Do not remove the plug grounding pins.

Install the Bath (Cont.)

Drain

Drain Pipe

Seal on the bath

Floor

38 co

-

+

Manual Purge Electronic Drain On/Off Pump On/OffWater Temperature Decreases/Increases Flow
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NOTE: Always drill from acrylic surface.

CUTTING: If for any reason the acrylic requires cutting, use a fine tooth hacksaw and proceed with caution. 
Edges can be smoothed with a second-cut file and medium-fine sandpaper. If the surface of the acrylic should 
happen to be damaged, it can be restored by polishing with an abrasive cleaner. Deep scratches can be removed 
by rubbing with 600 grade wet & dry sandpaper then polishing.

G. Clean-Up After Installation
¨ Clean the area around the blower motor of all dust and debris.
¨ Use warm water and a liquid detergent to clean the surface of the bath with airjets. Do not use abrasive 

cleansers, as they may scratch and dull the surface. Do not use powdered cleaners unless the cleaner is fully 
dissolved in water. Solid substances could block the airjets. Do not use bleach or ammonia cleaning solutions.
Chemically active cleaning solutions can damage the bath surface. Refer to the homeowners guide for normal 
cleaning recommendations.

NOTE: Please read these steps carefully before you operate your bath with airjets. Troubleshoot any problems 
using the “Troubleshooting” section.

NOTE: Please do not use the bath in case of outage. In this case, the electronic drain automatically opens and the 
bath can not be filled with water.

E. Seal the Bath Rim

A. Fill the Bath

CAUTION: Risk of product damage. Do not 
support the weight of the bath by the rim. For 
sunken type installation, construct the ceramic 
or marble tiles. Seal the joints between the bath 
rim and the tiled wall with silicone sealant.

Install the Bath (Cont.)

CAUTION: Risk of product damage. Ensure that the area around the blower motor is free of sawdust, 
insulation, dirt, or other small loose debris. Such material could clog the blower motor air ducts and  
reduce the air flow through the blower motor.

Bath Operation

Finished Tiled Wall

Brick or
Concrete Wall

Bath
Silicone Filler

Paste MortarF. Drilling And Cutting Acrylic
DRILLING: Small holes can be drilled with a twist drill,
but the cutting edge MUST be backed off with an oil  
stone (the sharp edge dulled). Large holes must be 
drilled with a hole saw. Maximum drill size-12mm. 
Drill speeds-6mm x 1800 RPM-12 mm x 900 RPM.
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Bath Operation (Cont.)

¨ When the finger is within 1-3 cm to the panel, lights on the sliding slip will flash one by one along “  “
direction. Slide along “  “ direction, the panel will be unlocked and activated.

¨ If the panel is not operated within 30 seconds (no drops of water splash into the sensing range of the panel), 
it will be automatically locked and enter energy-saving mode with no light display.

Function Operation
NOTE: Before operating the panel, please confirm that there is no obvious water stains on the panel. If there is 
any, please first wipe it clean.

Electronic Drain

Slide the sliding slip to unlock the panel. Start the drain by touching the button “  “ once, the green light 
flashes. Touch again to stop it ,the pink light flashes. When touching this button, a slight sound can be heard from 
the drain at the bottom of the bath.

Bubble Massage

Slide the sliding slip to unlock the panel. Touch the button “  “ to start the blower motor, blue light flashes. 

Touch again to stop it, blue light half flashes. 

Touch the button “  “ The blower motor will automatically stop after running for about 20 minutes.

Bubble Adjustment

Slide the sliding slip to unlock the panel. When the blower motor is running, slide in “  “ direction to increase
the air flow and the light gradually flashes from white to blue as the finger moves along “  “ direction.
Slide in “  “ direction to decrease the air flow, the light gradually dies out from blue to white as the finger 
moves along “  “ direction. When air flow reaches its maximum, all the blue light will flash. When air flow 
reaches its minimum, only the white light will flash.

Manual Cleaning

Slide the sliding slip to unlock the panel. Start the blower motor by touching the button “  “ the orange light 
flashes. It will automatically stop after running for about 2 minutes.

Automatic Cleaning

After running for 20 minutes, BubbleMassage will automatically turn off. Press electronic drain on/off button to 
open the drain. When water level drops below airjet holes, auto cleaning will activate for 2 minutes.

B. Keypad Operation

38 co

-

+

Manual Purge Electronic Drain On/Off Pump On/OffWater Temperature Decreases/Increases Flow



Kohler Co. 9 1198675-X2-A

Bath Operation (Cont.)

Panel Function

38 co

-

+

38 co

-

+

38 co

-

+

38 co

-

+

1. Power Off (No Display)

2. Power On

4. Blower Open

3. Light Change to Stand by Situation

Blue-Orange-Red Orange               Green Blue                                 White-Blue

50% Blue            WhitePinkWater Temperature
(Light depend on water temperature)

Water Temperature
(Blue-Orange-Red)

Drain Close
(Pink)

BBM Open
(Blue)

Adjust the Strength of BBM
(White-Blue)
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Bath Operation (Cont.)

38 co

-

+

38 co

-

+

38 co

-

+

5. Drain Open

7. System Clean

6. Overflow Alarm

Green 50% Blue             White

50% Blue

50% Blue

White

White

Orange

Green (Flash)
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Bath Operation (Cont.)

C. Air System Operation
¨ Slide the sliding slip to unlock the panel. Touch the power button on the user keypad “  “ 
¨ Observe that the blower motor starts.
¨ Observe that air is blowing through all of the airjets. 
¨ Slide in “  “ direction. 
¨ Verify that the air flow increases. 
¨ Slide in “  “ direction. 
¨ Verify that the air flow decreases. 
¨ Touch the power pump on/off “  “ on the keypad to stop the blower motor.

D. Manual Purge Operation
¨ Drain the bath.
¨ When the bath has drained, slide the sliding slip to unlock the panel, touch the purge button once “  “ .
¨ Observe that the blower motor starts.
¨ Observe that water comes out of the airjets.
¨ Verify that touching the purge button “  “ again stops the blower motor. If the purge button is not touched, 

the cleaning will automatically stop after 2 minutes.

E.  Automatic Purge Operation
¨ Fill the bath with at least 20cm water.
¨ Slide the sliding slip to unlock the panel. Touch pump on/off “  “.
¨ 1 minute after pump starts, slide the sliding slip to unlock the panel, touch pump on/off “  “ again, the 

pump stops.
¨ Slide the sliding slip to unlock the panel. Touch electronic drain on/off “  “ , waiting for water drain.
¨ Observe that the blower motor starts and stops automatically after about two minutes.

F.  Power Off Compelling Drain Protect Function
¨ Slide the sliding slip to unlock the panel. Touch electronic drain on/off “  “ , the electronic drain stops.
¨ Unplug the connector plugs of the controller.
¨ Observe that the electronic drain starts automatically.
¨ Plug again, the electronic drain restores its former status.

NOTE: Please do not use the bath in case of outage. In this case, the electronic drain automatically opens and the 
bath can not be filled with water.

G.  Test of the Overflow Function
¨ Slide the sliding slip to unlock the panel. Touch the electronic drain on/off button “  “ to close the drain.

¨ The bath is filled until the drain automatically starts and cellular sound alarm is heard. Meanwhile, the green 
light of “  “ flashes.

¨ Turn off the tap, water level will drop to the overflow level and the drain will stop automatically. Meanwhile, 
the “  “ is pink. (The overflow level differs for each bath. Please refer to “Roughing-in”).

NOTE: When the bath reaches overflow level, water level may rise quickly if you enter the bath or start 
the bubble massage function, which may trigger the compelling drain function. Compelling drain function  
will discharge lots of water, so it is not recommended to use the bath when it reaches overflow level.

H.  Compelling Drain Function
¨ If the overflow level sensor does not work, you can use the compelling drain function to prevent water 

overflow to your bathroom. Please refer to the automatic drain water level in the Roughing-in.
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Troubleshooting

Symptoms Probable Causes Recorrection Action

1. Bath with airjets does not 
start.

A. Controller is not power on. A. Set/reset GFCI or ELCB breaker;  
check wiring.

B. User keypad cable loose or dam-
aged.

B. Check wire connections.  
If necessary, replace user keypad.

C. User keypad does not work. C. Replace user keypad.

D. Blower motor does not work. D. Replace blower motor.

2. Blower motor starts,  
but there are few or  
no bubbles.

A. Pipeline leaking. A. Apply silicone sealant to the leak-
age.

B. Pump inlet is blocked. B. Clean the area around the blower-
motor. Ensure adequate ventilation.

3. Blower motor stops  
automatically within  
20 minutes.

A. GFCI or ELCB trips. A. Correct GFCI or ELCB trips.

B. Motor overheated and protection 
device activated.

B. Check for blockage at motor vents. 
Remove blockage and allow motor 
to cool.

4. Blower motor does not 
stop automatically after 
20 minutes.

A. Controller trips. A. Replace controller.

5. Blower motor does not 
stop when pump on/off 
button on user keypad is 
touched.

A. User keypad cable loose or  
damaged.

A. Check wire connections.  
If necessary, replace user keypad.

B. User keypad does not work. B. Replace user keypad.

6. Blower motor operates 
but speed timing does not 
work.

A. User keypad cable loose or dam-
aged.

A. Check wire connections.  
If necessary, replace user keypad.

B. User keypad does not work. B. Replace user keypad.

C. Controller dose not work. C. Replace the controller.

7. Automatic purge does not 
occur.

A. Blower motor does not work. A. Replace blower motor.

B. Water level sensor trips or circuitry 
plough.

B. Check wire connections.  
If necessary, replace water level 
sensor.

C. Over-height of the water level. C. Operation after water level is below 
the airjets.

D. Controller dose not work. D. Replace the controller.

8. Manual purge cycle does 
not work.

A. User keypad cable loose or  
damaged.

A. Check wire connections. If  
necessary, replace user keypad.

B. User keypad does not work. B. Replace user keypad.

C. Blower motor does not work. C. Replace blower motor.

D. Controller dose not work. D. Replace the controller.

9. Cannot operate or stop 
electronic drain.

A. User keypad trips. A. Check wire connections.  
If necessary, replace user keypad.

B. Controller trips. B. Replace controller.

C. Electronic drain mechanism does 
not work.

C. Replace electronic drain 
mechanism.

This troubleshooting guide is for general aid only. A Kohler Authorized Service Representative or qualified  
eletrician should correct all electrical problems. For warranty service, contact your dealer or call center.
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Troubleshooting (Cont.)

Symptoms Probable Causes Recorrection Action

10. The bath cannot overflow. A. Water level sensor trips. A. Replace water level sensor.

B. Electronic drain mechanism does 
not work.

B. Replace electronic drain  
mechanism.

11. Water level cannot be 
maintained after the bath 
is filled with water.

A. Water level protector functions. A. Lower the water level in the bath.

B. Water level surpasses overflow 
level.

B. Lower the water level in the bath.

C. Overflow level is not correct. C. Contact customer service  
personnel of Kohler to readjust the 
water level.

12. Water temperature cannot 
be shown.

A. User keypad cable trips. A. Check wire connections, or replace 
user keypad.

B. User keypad trips. B. Replace user keypad.

13. Abnormity shown of 
water emperature.

A. Temperature sensor of electronic 
drain mechanism does not work.

A. Replace electronic drain  
mechanism.

A. Cleaning and Care for BBM
Please confirm that the bubble massage bath is installed according to the installation instructions.
Massage system should be used at least once a month to avoid the possibility that the electrical fittings be  
damaged because of excessive moisture.

Cleaning Surfaces: Do not use abrasive cleansers on any surfaces, as they will scratch and dull the surface. 
Wipe out the bath after each use to prevent a build-up of soap and scum.

If the surface becomes dull, an automotive type rubbing compound *may be used on the unit, followed by  
an application of paste wax.

*We recommend:
Rubbing compound mequiars mirror glaze 28 metal polish (import product) or “green oil”.

B. Care and Cleaning for Adjustable Pillow
IMPORTANT INFORMATION

¨ The bracket can not be turned forcefully or be used as grip rail. The maximum load of the bracket is 10 kg.
¨ The structure of the bracket is not absolutely tight, so it may slightly away.
¨ Please check the bracket button periodically. In case it is loose, please tighten it with hand. Otherwise, it may 

cause damage to the bracket.

In order to extend the service life of the product, please pay attention to the following points when caring the 
products:
¨ Sharp-pointed objects may scratch the surface of the PU elastomer.
¨ Water over 60 or soda acid solution may cause damage to the surface of the PU elastomer.
¨ Please clean the PU elastomer pillow and grip rails periodically with mild soap solution.

Clean the surface with soft and wet sponge or cloth. Do not use abrasive cleaning materials like brush and  
scouring pad.

Care and Cleaning
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ขอ้มูลสำ�คัญสำ�หรับผู้ซ้ือ

 โปรดอ่านข้อแนะนําการติดตั้งให้เข้าใจเกี่ยวกับเครื่องมือที่ใช้,	 วัสดุอื่นๆ	ที่จําเป็น	 รวมถึงขั้นตอนการติดตั้ง	 เพื่อให้เหมาะกับการ
ติดตั้งของท่าน	และเพื่อหลีกเลี่ยงข้อผิดพลาดที่อาจเกิดขึ้น	ควรอ่านวิธีการทั้งหมดรวมถึงข้อสําคัญด้านความปลอดภัย

 คู่มือนี้ประกอบด้วยขั้นตอนการติดตั้ง,	 การดูแลรักษาและการทําความสะอาดสุขภัณฑ์	 โปรดเก็บคู่มือนี้เพื่อเป็นเอกสารอ้างอิง
ในอนาคต

หม�ยเหตุ  รูปผลิตภัณฑ์ที่แสดงอยู่ในขั้นตอนการติดตั้งอาจจะแตกต่างจากรุ่นผลิตภัณฑ์ที่ท่านกําลังติดตั้ง

ข้อสำ�คัญถึงผู้ติดตั้ง! คู่มือนี้มีข้อมูลสําคัญ	โปรดมอบเอกสารให้กับเจ้าของสุขภัณฑ์

	 นอกจากนี้ขั้นตอนการติดตั้ง	 คู่มือนี้ยังมีข้อมูลเกี่ยวกับการดูแลรักษาและการทําความสะอาดผลิตภัณฑ์	 โปรดเก็บคู่มือนี้เพื่อ
เป็นเอกสารใช้งานต่อไป

¨	 โปรดเตรียมพื้นที่อ่างอาบนํ้าให้เหมาะสมกับระยะการติดตั้ง	โดยจัดตําแหน่งสะดืออ่างไว้ล่วงหน้า

¨	 ระบุตําแหน่งช่องบํารุงการรักษามอเตอร์ควบคุมและแผงควบคุมการใช้งานก่อนดําเนินการติดตั้ง

¨	 อ่างอาบนํ้าจะติดหลังหลังจากปูผนังเสร็จเรียบร้อย	จะต้องระบุตําแหน่งท่อรับนํ้าทิ้งของสะดืออ่างไว้ก่อน

ข้อพึงระวัง  ห้�มยกอ่�งอ�บนำ้�จ�กท่อที่ถูกติดตั้งรอบอ่�ง ตรวจสอบความเสียหายที่อาจเกิดขึ้นระหว่างการขนส่งสินค้า	จัดวาง
ผ้าสะอาดรองใต้อ่างเพื่อรักาาพื้นผิว	ป้องกันพื้นผิวไม่ให้ถูกขูดขีด	

หม�ยเหตุ ไม่รับประกันห�กไม่มีช่องบำ�รุงก�รรักษ�มอเตอร์ควบคุมและแผงควบคุมก�รใช้ง�น จะต้องเตรียมที่ระบาย
อากาศเพื่อระบายความร้อนจากเครื่องมอเตอร์เป่าลม	แนะนําช่องหน้าต่างบานเกล็ดสําหรับการระบายความร้อน

ก. อันตร�ยจ�กก�รติดตั้ง

คำ�เตือน คว�มเสี่ยงซึ่งอ�จทำ�ให้เกิดกระแสไฟฟ้�ลัดวงจร การเชื่อมต่อสายไฟโดยผู้ชํานาญการหรือช่างไฟฟ้า

คำ�เตือน คว�มเส่ียงซ่ึงอ�จทำ�ให้เกิดกระแสไฟฟ้�ลัดวงจร ติดต้ังอุปกรณ์ตัดกระแสไฟฟ้าอัตโนมัติแบบ	GFCI	 หรือเบรกเกอร์
ELCB

อันตร�ย คว�มเส่ียงซ่ึงอ�จทำ�ให้เกิดไฟไหม้, กระแสไฟฟ้�ลัดวงจร หรือบุุคคลได้รับบ�ดเจ็บ อ่านข้อสําคัญด้านความ
ปลอดภัยรวมถึงข้อแนะนําทั้งหมด

อ่านและปฎิบัติตามคําแนะนําอย่างเคร่งครัด

ข้อสำ�คัญด้�นคว�มปลอดภัย
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สิ่งจำ�เป็นเบื้องต้นของผลิตภัณฑ์

ก. สิ่งจำ�เป็นหลัก
¨	 ตรวจสอบระบบสุขาภิบาลและระบบไฟฟ้า

¨	 อ่างอาบนํ้าจะต้องติดตั้งบนพื้นที่ได้ระดับ

¨	 เตรียมพื้นที่ให้เหมาะกับโครงสร้างรองรับอ่างอาบนํ้า

ข. ก�รระบุลักษณะเฉพ�ะของก๊อกนำ้�
หากใช้ก๊อกนํ้าที่ติดตั้งบนขอบอ่างอาบนํ้า	 ต้องตรวจสอบระยะสายนํ้าดีที่ประกอบระหว่างวาล์วกับหัวก๊อกนํ้า	 เพื่อให้แน่ใจว่า	 ก๊อกนํ้า 
มีพื้นที่การติดตั้งที่เหมาะสมตามระยะการติดตั้งที่ระบุไว้

ค. ก�รตรวจสอบผลิตภัณฑ์
ตรวจสอบความเสียหายหรือชํารุดของอ่างอาบนํ้า	เก็บอุปกรณ์ทั้งหมดไว้ในกล่องระหว่างรอติดตั้งเพื่อป้องกันความเสียหายหรือชํารุด

ง. ระบบไฟที่จำ�เป็น
การติดตั้งต้องติดตั้งอุปกรณ์ตัดกระแสไฟฟ้าอัตโนมัติแบบ	GFCI	หรือ	ELCB	โดยใช้อุปกรณ์รองรับที่ขนาด	220-240	โวลต์,	(อย่างน้อย)	
10	แอมป์,	50	เฮิรตซ์	สําหรับรองรับระบบแอร์เจ็ท

คำ�เตือน คว�มเสี่ยงซึ่งอ�จทำ�ให้เกิดกระแสไฟฟ้�ลัดวงจร ถอดปลั๊กไฟทุกครั้งก่อนการซ่อมบํารุง

คำ�เตือน คว�มเสี่ยงซึ่งอ�จทำ�ให้ได้รับบ�ดเจ็บหรือผลิตภัณฑ์ชำ�รุด โปรดอ่านขั้นตอนการติดตั้งให้เข้าใจก่อนเริ่มการ
ติดตั้ง	รวมถึงอุปกรณ์หรือผลิตภัณฑ์ที่จําเป็นอื่นๆ	ที่จะดําเนินการติดตั้งอุปกรณ์ร่วมกัน

คำ�เตอืน ก�รแกไ้ขหรอืดดัแปลงอ�จเปน็ส�เหตใุหเ้กดิก�รใชง้�นทีไ่มป่ลอดภยัหรอืมผีลตอ่ประสทิธภิ�พก�รทำ�ง�น 
ของแอร์เจ็ท ห้ามเคลื่อนย้ายมอเตอร์หรือทําการแก้ไขอื่นๆ	ภายในระบบ	 ซึ่งอาจมีผลต่อประสิทธิภาพการทํางานและความ
ปลอดภัยจากการใช้งานอ่างอาบน้ําท่ีมีแอร์เจ็ท	 บริษัทฯ	จะไม่รับผิดชอบหรือรับประกันความเสียหายต่อทรัพย์สินรวมท้ังบุคคล 
ที่ได้รับบาดเจ็บที่เกิดจากการแก้ไขหรือดัดแปลงโดยไม่ได้รับอนุญาตใดๆ	

คำ�เตือน ดูแลรักษ�ทำ�คว�มสะอ�ดบริเวณรอบๆมอเตอร์ ไม่ให้มีเศษส่ิงสกปรก ตรวจสอบให้ม่ันใจว่า	 บริเวณรอบๆ	
มอเตอร์ปราศจากข้ีเล่ือย,	ฉนวน,	ส่ิงสกปรก	หรือเศษช้ินส่วนเล็กๆ	เพราะวัสดุดังกล่าวอาจทําให้เกิดการอุดตันท่ีท่อมอเตอร์เป่าลม 
และลดการระบายลม

คำ�เตือน คว�มเสี่ยงซึ่งอ�จทำ�ให้เกิดคว�มชื้น ทาซิลิโคนข้อต่อท่อนํ้าทิ้งและข้อต่อท่อระบายนํ้า

ข้อสำ�คัญด้�นคว�มปลอดภัย (ต่อ)

ข้อพึงระวัง  ตรวจสอบตามระบบสุขาภิบาลและระบบไฟฟ้า

ขอ้ทีค่วรทร�บ  คว�มคล�ดเคลือ่นของอณุหภมูิ	 อณุหภมูนิํา้ทีแ่ตกตา่งกนัในแตล่ะสว่นในอา่งอาบนํา้	 	ซึง่อาจทาํใหแ้ผงหนา้จอ
สัมผัสแสดงอุณหภูมิแตกต่างกันได้เล็กน้อย

ข. ส่วนประกอบผลิตภัณฑ์จ�กโรงง�น
	 อ่างอาบนํ้าได้ติดตั้งอุปกรณ์มอเตอร์ควบคุมและสายไฟ,	สะดืออ่างระบบอิเล็กทรอนิกส์,	กล่องควบคุมระบบ,	เช็ควาล์ว,	ท่อลม,	 
เซ็นเซอร์วัดระดับนํ้า,	 แผงควบคุมหน้าจอสัมผัส	 และสายเชื่อมต่อแผงควบคุมหน้าจอสัมผัส	 นอกเหนือจากการเดินสายไฟและระบบ
ท่อนํ้าประปาไม่จําเป็นต้องประกอบอุปกรณ์อื่นๆ	เพิ่มเติม
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เครื่องมือ

1. เตรียมพื้นที่ติดตั้ง

เพิ่มเติม
¨	 ปูนขาวกันซึม
¨	 กระเบื้องปิดผนัง	(หากจําเป็น)
¨	 ปูนซีเมนต์
¨	 ซิลิโคน
¨	 วัสดุป้องกันอ่างอาบนํ้า
¨	 ตะปู
¨	 อุปกรณ์และวัสดุที่รองรับกับการติดตั้งสําหรับ
วัสดุไม้หรือคอนกรีต

¨	 ผ้านุ่ม

ก. ยกอ่�งอ�บนำ้�เก่�ออก (กรณีมีชุดเก่�)
	 ถอดสะดืออ่างอาบนํ้าออกจากท่อนํ้าเสีย	 สกัดผนังเก่าออก 
และเลื่อนไม้กระดานเข้าใต้อ่างอาบนํ้าเพื่อป้องกันพื้นผิวเกิดรอย
ขีดข่วน	จากนั้นเลื่อนอ่างอาบนํ้าชุดเก่าออกจากตําแหน่ง	ดังภาพ

ข. เตรียมพื้นที่ติดตั้ง

อางอาบนํ้าเกา ไมกระดานสำหรับรองอางอาบนํ้า
ข้อควรระวัง คว�มเสี่ยงซึ่งอ�จทำ�ให้ผลิตภัณฑ์ชำ�รุด 
ห้ามใช้ขอบอ่างอาบนํ้าในการรับนํ้าหนัก

หม�ยเหตุ  พื้นที่รองรับอ่างอาบนํ้าจะต้องสามารถรองรับนํ้าหนักได้อย่างน้อย	390	กิโลกรัม/ตารางเมตร
หม�ยเหตุ  การระบายอากาศที่เหมาะสม	(พื้นที่สําหรับการระบายอากาศควรมีอย่างน้อย	5	เมตร)	และอย่างน้อย	15	ลูกบาศก์ฟุต	
(0.4	ลกูบาศกเ์มตร)	สาํหรบัพืน้ทีต่ดิตัง้	 เพือ่ระบายความรอ้นของเครือ่งมอเตอร	์ หา้มตดิตัง้มอเตอรร์ะยะใกลก้วา่	2.5	ซม.	 จากผนงัหรอื 
วัตถุอื่นๆ
¨	 ตรวจสอบให้แน่ใจว่า	พื้นที่ติดตั้งสามารถรองรับนํ้าหนักอ่างอาบนํ้า	และตรวจสอบว่าพื้นสําเร็จได้ระดับสําหรับการติดตั้ง

¨	 ให้มั่นใจว่า	 กรอบที่ก่อไว้สําหรับรองรับอ่างอาบนํ้าสามารถรองรับนํ้าหนักอ่างอาบนํ้าได้

¨	 ติดตั้งช่องซ่อมบํารุงรักษาไว้สําหรับการบํารุงรักษามอเตอร์ควบคุมและแผงควบคุมหน้าจอสัมผัส	 แนะนําให้ใช้ช่องหน้าต่าง
ชนิดบานเกล็ด	โปรดอ้างอิงขนาดช่องซ่อมบํารุงรักษาจากเอกสารระยะการติดตั้ง

¨	 ก่ออิฐหรือคอนกรีตสําหรับเตรียมพื้นที่ติดตั้งอ่างอาบนํ้า

¨	 เว้นช่องว่าง	2	มม.	ระหว่างขอบอ่างอาบนํ้าและคอนกรีตหรืออิฐกรอบที่รองรับอ่าง

อางอาบนํ้า

2 มม.

กระเบื้อง อิฐ

ชอง
ซอมบำรุง

กระเบื้อง อิฐ
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ข้อควรระวัง คว�มเสี่ยงซึ่งอ�จทำ�ให้ผลิตภัณฑ์ชำ�รุด ห้ามยกอ่างอาบนํ้าจากท่อลมหรือมอเตอร์	 และห้ามใช้ท่อลมหรือ
มอเตอร์ใช้การรับนํ้าหนักตัวอ่างอาบนํ้า

ข้อควรระวัง คว�มเสี่ยงซึ่งอ�จทำ�ให้ผลิตภัณฑ์ชำ�รุด ห้ามยกอ่างอาบนํ้าจากขอบอ่าง

เตรียมพื้นที่ติดตั้ง (ต่อ)

ค. ก�รเตรียมกรอบที่รองรับอ่�งอ�บนำ้�บับเบิ้ลม�สซ�ส (เพิ่มเติม)
	 ใหแ้นใ่จวา่	 ทา่นเตรยีมชอ่งซอ่มบาํรงุรกัษาไวส้าํหรบัการซอ่มปัม๊มอเตอรเ์มือ่กอ่กรอบ	 ใหเ้ผือ่ความหนาของวสัดพุืน้ผวิและผนงัสาํเรจ็
(เช่น	กรอบอิฐและกระเบื้องหรือหินอ่อน)	

	 สําหรับการติดตั้งแบบฝัง:	ขนาดกรอบอ่างอาบนํ้าให้อ้างอิงกระดาษแม่แบบ	ตรวจสอบให้แน่ใจว่า	อ่างอาบนํ้ามีขาตั้งรองรับอ่าง

	 ห้ามตั้งหรือยกอ่างอาบนํ้าจากขอบอ่าง

หากพื้นสําเร็จไม่ได้ระดับสําหรับการติดตั้ง	อาจต้องใช้วัสดุบล็อคอื่นๆ	หากจําเป็น

ก. วิธีเลือกใช้ซีเมนต์หรือฉ�บปูน

หม�ยเหตุ  ห้ามใช้ยิปซั่มหรือส่วนผสมของ	drywall	ในการติดตั้ง	เนื่องจากวัสดุหรือวิธีการนี้ไม่เหมาะสมและไม่มีความคงทนสําหรับ
การติดตั้ง

¨	 ฉาบพื้นเป็นชั้นหนา	50	มม.	ในบริเวณที่ติดตั้งอ่างอาบนํ้า	เพื่อช่วยในการปรับระดับและรองรับนํ้าหนักอ่างอาบนํ้า	

¨	 ฉาบปูนกันนํ้าและทาสีกันนํ้าบนพื้นผิว

¨	 มีผู้ช่วยยกอ่างอาบนํ้าเข้าในตําแหน่งติดตั้ง

¨	 ติดตั้งสะดืออ่างเข้ากับท่อนํ้าทิ้งท่ีเตรียมไว้	ให้มั่นใจว่า	อ่างอาบนํ้าได้ระดับและรองรับด้วยขาอ่าง

¨	 ดึงเทปใสออกจากขอบอ่างอาบนํ้า

¨ อ่างอาบนํ้าบับเบิ้ลมาสซาสได้มาตรฐานการผลิตมาจากโรงงานที่ผ่านมาตรฐานและได้รับการรับรองจากทางบริษัทฯ	

¨	 เมื่อยกอ่างอาบนํ้าออกมาจากกล่องบรรจุภัณฑ์ ห้�มยกอ่�งอ�บนำ้�จ�กท่อที่อยู่รอบอ่�งอ�บนำ้� ตรวจสอบความเสียหายที่
อาจเกิดขึ้นจากการขนส่งสินค้า	หาผ้านุ่มวางใต้อ่างอาบนํ้าเพื่อป้องกันรอยขีดข่วนบนพื้นผิวสําเร็จและพื้นผิวผลิตภัณฑ์

¨	 ระบุตําแหน่งของมอเตอร์และแผงควบคุมหน้าจอสัมผัสก่อนเริ่มดําเนินการติดตั้ง

หม�ยเหตุ ห�กไม่มีช่องบำ�รุงรักษ�มอเตอร์หรือแผงควบคุมหน้�จอสัมผัสจะไม่ได้รับประกันสินค้� จะต้องมีหน้าต่างระบาย
ลมเพื่อระบายความร้อนเครื่องมอเตอร์	แนะนําให้ติดตั้งหน้าต่างบานเกล็ด

ข้อสำ�คัญ อ่างอาบนํ้าจะต้องถูกวัดระดับบนขอบอ่างอาบนํ้าเท่านั้น

ติดตั้งอ่�งอ�บนำ้�

ก่อนก�รติดตั้งอ่�งอ�บนำ้�

ขอบอางอาบนํ้า เวนหาง 2 มม.
ระหวางขอบอางอาบนํ้ากับ
กรอบที่รองรับอาง
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ติดตั้งอ่�งอ�บนำ้� (ต่อ)

ข. ติดตั้งท่อนำ้�

ข้อควรระวัง คว�มเสี่ยงซึ่งอ�จทำ�ให้ผลิตภัณฑ์ชำ�รุด ให้แน่ใจว่า	ซีลปิดท่อนํ้าทิ้งเรียบร้อยแล้ว

คำ�เตือน คว�มเส่ียงซ่ึงอ�จทำ�ให้เกิดกระแสไฟฟ้�ลัดวงจร เพ่ือหลีกเล่ียงความเส่ียงซ่ึงอาจทําให้เกิดกระแสไฟฟ้าลัดวงจร	
ให้ติดต้ังอุปกรณ์ตัดกระแสไฟฟ้าอัตโนมัติแบบ	GFCI	หรือเบรกเกอร์	ELCB	ห้ามถอดหมุดเสียบสายดินออก

¨	 ต่อท่อระบายนํ้า

¨	 เปิดนํ้าลงอ่างอาบนํ้า	เพื่อตรวจสอบการรั่วซึม

¨	 ติดตั้งก๊อกนํ้าตามคู่มือแนะนําการติดตั้งของผู้ผลิตก๊อกนํ้า	 อย่าเพิ่งติดตั้งหัวก๊อกจนกว่าจะดําเนินการติดตั้งท่อนํ้าให้เสร็จเรียบร้อย
เปิดนํ้าร้อนและนํ้าเย็น	เพื่อตรวจสอบการรั่วซึมในจุดต่างๆ

¨	 ตรวจสอบให้แน่่ใจว่า	ซีลปิดท่อนํ้าทิ้งและพื้นให้เรียบร้อย

ข้อสังเกต  ช่องซ่อมบํารุงช่วยให้ง่ายสําหรับการซ่อมบํารุงรักษาในอนาคต

ค. ก�รต่อส�ยไฟ
ทอระบายนํ้า

ทอนํ้าทิ้ง

ซีลปดชองวาง

พื้น

ข้อสังเกต  ฉลากที่ติดอยู่บนกล่องควบคุมมีค่าระบุไฟฟ้าที่สําคัญ

¨	 อ่างอาบนํ้าบับเบิ้ลมาสซาสของท่านได้ติดตั้งสายไฟและปลั๊กไฟไว้เรียบร้อยจากโรงงานผู้ผลิต	 ช่างไฟฟ้าต้องเป็นผู้ติดตั้งอุปกรณ์
ตัดกระแสไฟฟ้าอัตโนมัติแบบ	GFCI	หรือเบรกเกอร์	ELCB,	220	โวลต์,	10	แอมป์	ที่มีสายดิน

¨	 เสียบปลั๊กกล่องควบคุมเข้ากับอุปกรณ์ตัดกระแสไฟฟ้าอัตโนมัติ

¨	 ทําความสะอาดเศษผงและฝุ่นละอองในบริเวณนี้

ง. ทดสอบก�รทำ�ง�นของอ่�งอ�บนำ้�บับเบิ้ลม�สซ�ส
¨	 ตรวจสอบการเชื่อมต่อสายไฟทั้งหมด	ให้แน่ใจว่า	ได้เสียบปลั๊กไฟของอ่างอาบนํ้าเรียบร้อยแล้ว

¨	 ตรวจสอบให้แน่ใจว่า	ข้อต่อตามท่อลมอยู่ในสภาพพร้อมใช้งาน

¨	 ตรวจสอบให้แน่ใจว่า	มอเตอร์ควบคุมอยู่ในสภาพพร้อมใช้งาน

¨	 ลอกพลาสติกที่หุ้มอ่างอาบนํ้าออก

¨	 ใช้นิ้วเลื่อนแผงควบคุมหน้าจอสัมผัสเพื่อปลดล็อค	แตะปุ่มคําสั่งเปิด/ปิดสะดืออ่าง	 "	 	"	 เพื่อปิดการระบายนํ้า	ปุ่มจะแสดงแสง
สีชมพู	เปิดนํ้าลงอ่างอาบนํ้าให้มีระดับนํ้าสูงอย่างน้อย	10	ซม.	จากรูแอร์เจ็ทที่อยู่ตําแหน่งบนสุด

¨	 โปรดดู	“การใช้งานอ่างอาบนํ้า”	เพื่อให้แน่ใจว่า	ทุกคําสั่งทํางานได้ปกติ

¨	 ตรวจสอบท่อระบายนํ้าเพื่อตรวจหาจุดรั่วซึม		หากเกิดการรั่วซึมให้ทําการซ่อมแซมจุดรั่วซึม
¨	 เริ่มใช้งานอ่างอาบนํ้า	แตะปุ่มคําสั่งเปิด/ปิดระบบบับเบิ้ลมาสซาส	และตรวจสอบดูว่า	มีลมปล่อยออกจากรูแอร์เจ็ท	และตรวจสอบ
ตามท่อลมเพื่อตรวจหาจุดรั่วซึม

¨	 ปิดระบบบับเบิ้ลมาสซาสและระบายนํ้าออก

¨	 ปิดพลาสติกที่หุ้มอ่างอาบนํ้าอีกครั้ง	ตรวจสอบการรั่วซึมจากท่อระบายนํ้า
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ปุมคำสั่งระบายนํ้า
ในชองอากาศ 

ปุมคำสั่งเปด/ปด
สะดืออางระบบอิเล็กทรอนิกส

ปุมคำสั่งเปด/ปด
ระบบบับเบิ้ลมาสซาส

อุณหภูมินํ้า แถบปรับระดับบับเบิ้ลมาสซาจ
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จ. ก�รซีลปิดขอบอ่�งอ�บนำ้�

ข้อควรระวัง คว�มเส่ียงซ่ึงอ�จทำ�ให้ผลิตภัณฑ์ชำ�รุด
ห้ามใช้ขอบอ่างอาบน้ําเพ่ือการรับน้ําหนัก	 ให้ก่อกระเบ้ือง 
เซรามิกหรือหินอ่อนสําหรับการติดตั้งด้านใต้อ่างอาบนํ้า 
และทาซิลิโคนระหว่างรอยต่อขอบอ่างอาบนํ้าและ
กระเบื้อง

หม�ยเหตุ ให้เจาะรูจากพื้นผิวอะคริลิค

ก�รตัด:	 หากมีเหตุจําเป็นต้องตัดส่วนใดส่วนหนึ่งของอ่างอาบนํ้าอะคริลิค	 ให้ใช้ดอกเจาะที่คมหรือใบเลื่อยแบบฟันละเอียดซึ่งต้อง
ดาํเนนิการดว้ยความระมดัระวงั	 จากนัน้จงึลบขอบคมใหเ้รยีบโดยใชก้ระดาษทรายหยาบระดบักลาง	 หากพืน้ผวิของอะครลิคิเกดิความ 
เสียหาย	 อาจทําการขัดด้วยผลิตภัณฑ์ทําความสะอาดชนิดขัดพื้นผิว	 หากมีรอยขีดข่วนลึกสามารถลบรอยออกได้โดยใช้กระดาษ
ทรายเบอร์	600

ช. ทำ�คว�มสะอ�ดหลังจ�กก�รติดตั้ง

¨	 ทําความสะอาดเศษผงและคราบฝุ่นละอองบริเวณมอเตอร์

¨ ใช้นํ้าอุ่นและนํ้ายาซักผ้าทําความสะอาดพื้นผิวของอ่างอาบนํ้า	 ห้�มใช้ผลิตภัณฑ์ทำ�คว�มสะอ�ดชนิดขัดพื้นผิว	 ซึ่งอาจทําให้
พื้นผิวเกิดรอยขีดข่วนและหมองคลํ้า	ห้�มใช้ผลิตภัณฑ์ทำ�คว�มสะอ�ดชนิดผง	เว้นแต่ผงนั้นจะสามารถละลายนํ้าได้เป็นอย่างดี	
ซึ่งอาจเป็นสาเหตุให้รูเจ็ทเกิดการอุดตัน	ห้�มใช้ส�รฟอกข�วหรือแอมโมเนียในการทําความสะอาด	 ผลิตภัณฑ์ทําความสะอาด
ทีม่สีว่นผสมของสารเคมอีาจทาํใหพ้ืน้ผิวิของอา่งอาบนํา้เกดิความเสยีหาย	 กรณุาอา่นคาํแนะนาํการทาํความสะอาดในคูม่อืการดแูล 
รักษาและการทําความสะอาด

ข้อควรระวัง คว�มเสี่ยงซึ่งอ�จทำ�ให้ผลิตภัณฑ์ชำ�รุด ตรวจสอบให้แน่ใจว่า	บริเวณรอบๆ	มอเตอร์ปราศจากขี้เลื่อย,	ฉนวน,
สิ่งสกปรก	หรือเศษชิ้นส่วนเล็กๆ	วัสดุดังกล่าวอาจทําให้เกิดการอุดตันที่ท่อมอเตอร์เป่าลมและลดการระบายลม

ก. เปิดนำ้�ลงอ่�งอ�บนำ้�

หม�ยเหตุ  โปรดอ่านขั้นตอนให้เข้าใจก่อนท่านใช้งานอ่างอาบนํ้าบับเบิ้ลมาสซาส	หากเกิดปัญหาในการใช้งาน	แนะนําให้อ่านหัวข้อ	
“แนะนําการแก้ปัญหาเบื้องต้น”

หม�ยเหตุ  กรุณาอย่าใช้อ่างอาบนํ้าในขณะที่ไฟดับ	 เนื่องจากสะดืออ่างระบบอิเล็กทรอนิกส์จะไม่ทํางานและระบบบับเบิ้ลมาสซาส
จะไม่ทํางาน

ก�รใช้ง�นอ่�งอ�บนำ้�

ฉ. ก�รเจ�ะและตัดอ่�งอ�บนำ้�อะคริลิค
ก�รเจ�ะ:	 การเจาะรูขนาดเล็กทําได้โดยใช้สว่านและลบคม
ด้วยหินน้ํามัน	 (หินลับมีด)	 ส่วนการเจาะรูขนาดใหญ่จะต้องเจาะ 
ด้วยสว่านดอกเจาะโดยขนาดของรูเจาะจะต้องมีขนาดไม่เกิน 
12	มม.	ซึ่งขนาดกับความเร็วการเจาะที่เหมาะสม	คือ	
6	มม.	x	1800	รอบต่อนาที	หรือ	12	มม.	x	900	รอบต่อนาที

อางอาบน้ำ
ซิลิโคน

กระเบื้องผนัง

ฉาบปูน

กออิฐหรือผนังคอนกรีต
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ปุมคำสั่งระบายนํ้า
ในชองอากาศ 

ปุมคำสั่งเปด/ปด
สะดืออางระบบอิเล็กทรอนิกส

ปุมคำสั่งเปด/ปด
ระบบบับเบิ้ลมาสซาส

อุณหภูมินํ้า แถบปรับระดับบับเบิ้ลมาสซาจ

ข. ก�รใช้แผงควบคุมหน้�จอสัมผัส
¨	 เมื่อนิ้วอยู่เหนือแผงควบคุมหน้าจอสัมผัสภายในระยะ	1-3	ซม.	แถบไฟจะแสดงบนแผงควบคุมหน้าจอสัมผัส	“	 	”	ใช้นิ้วเลื่อน
ไปตามสัญลักษณ์	“	 	”	บนแผงควบคุมหน้าจอสัมผัส		ระบบจะถูกปลดล็อคเพื่อเปิดใช้งาน

¨	 หากแผงควบคุมหน้าจอสัมผัสไม่ทํางานภายใน	 30	 วินาที	 (กรณีไม่มีหยดนํ้าบริเวณแผงควบคุมหน้าจอสัมผัสไปถูกเซ็นเซอร์)	
แผงควบคุมหน้าจอสัมผัสจะถูกล็อคโดยอัตโนมัติและกลับเข้าสู่โหมดประหยัดพลังงาน	ซ่ึงจะไม่มีไฟแสดงบนแผงควบคุมหน้าจอสัมผัส

รูปแบบก�รใช้ง�น
ข้อสังเกต ก่อนการใช้งานแผงควบคุมหน้าจอสัมผัส	ให้มั่นใจว่า	ไม่มีหยดนํ้าเกาะอยู่บนแผงควบคุมหน้าจอสัมผัส	โปรดเช็ดทําความ
สะอาดให้แห้งก่อนการใช้งาน

สะดืออ่�งระบบอิเล็กทรอนิกส์

	 เลื่อนแถบบนแผงควบคุมหน้าจอสัมผัสเพื่อปลดล็อค	เริ่มใช้งานโดยแตะปุ่มคําสั่งเปิด/ปิดสะดืออ่างระบบอิเล็กทรอนิกส์	“	 	”	
1	 ครั้ง	 ปุ่มจะแสดงแสงสีเขียว	 หรือแตะอีกคร้ังเพ่ือส่ังปิดการทํางาน	 ปุ่มจะแสดงแสงสีชมพู	 เม่ือแตะปุ่มน้ีจะเกิดเสียงซ่ึงเกิดจากการ
เปิด/ปิดสะดืออ่างระบบอิเล็กทรอนิกส์

ระบบบับเบิ้ลม�สซ�ส

	 เลือ่นแถบบนแผงควบคมุหนา้จอสมัผสัเพือ่ปลดลอ็ค	 แตะปุม่คาํสัง่เปดิ/ปดิระบบบบัเบิล้มาสซาส	 “	 	”	 เพือ่เปดิระบบการใชง้าน
ปุ่มจะแสดงแสงสีฟ้าเข้ม	 แตะอีกครั้งเพื่อสั่งปิดระบบการใช้งาน	ปุ่มจะแสดงแสงสีฟ้าอ่อน

	 เมื่อแตะปุ่มคําสั่งเปิด/ปิดระบบบับเบิ้ลมาสซาส	 “	 	”	 เพื่อใช้งาน	 ระบบจะทํางานเป็นเวลา	 20	 นาที	 จากนั้นระบบจะปิดการ
ทํางานเองอัตโนมัติ

ก�รปรับระดับบับเบิ้ลม�สซ�ส

	 ขณะทีร่ะบบทาํงาน	ใหเ้ลือ่นแถบบนแผงควบคมุหนา้จอสมัผสัเพือ่ปลดลอ็ค	 หากตอ้งการเพิม่ฟองอากาศบบัเบิล้มาสซาส	 ใหเ้ลือ่น
แถบปรับระดับบับเบิ้ลมาสซาจ	 “	 	”	 ไปตามทิศทางที่เพิ่มขึ้น	 ซึ่งแสงไฟจะค่อยๆ	ไล่จากแสงสีขาวเป็นแสงสีฟ้าไปตามนิ้วมือที่
เลือ่นไปตามสญัลกัษณ	์ “	 	”	 หากตอ้งการลดฟองอากาศบบัเบิล้มาจซาส	 ใหเ้ลือ่นแถบปรบัระดบับบัเบิล้มาสซาจ	 “   ”	 ไปตาม
ทศิทางทีล่ดลง	ซึง่แสงไฟจะคอ่ยๆ	ไลจ่ากแสงสฟีา้เปน็แสงสขีาวไปตามนิว้มอืทีเ่ลือ่นตามสญัลกัษณ	์ “   ”	 เมือ่สถานะฟองอากาศ
บบัเบิล้มาจซาสอยูใ่นระดบัสงูสดุ	 แถบปรบัระดบับบัเบิล้มาสซาจจะแสดงแสงสฟีา้	 หากสถานะฟองอากาศบบัเบิล้มาสซาจอยูใ่นระดบั 
ตํ่าสุด	แถบปรับระดับบับเบิ้ลมาสซาจจะแสดงแสงสีขาว

ระบบทำ�คว�มสะอ�ดแบบแมนนวล

	 เลื่อนแถบบนแผงควบคุมหน้าจอสัมผัสเพื่อปลดล็อค	 ระบบจะทํางานเมื่อแตะปุ่มคําสั่งระบายนํ้าในช่องอากาศ	 “	 	”	 ปุ่มจะ
แสดงแสงสีส้ม	 ระบบจะหยุดโดยอัตโนมัติหลังจากทํางานเป็นเวลา	2	นาที

ระบบทำ�คว�มสะอ�ดอัตโนมัติ

 หลังจากที่เปิดใช้งานระบบบับเบิ้ลมาสซาจไปแล้ว	 20	 นาที	 ระบบบับเบิ้ลมาสซาจจะปิดเองอัตโนมัติ	 จากนั้นให้กดปุ่มคําสั่ง
เปิด/ปิดสะดืออ่างระบบอิเล็กทรอนิกส์	 เพื่อระบายนํ้าออกจากอ่างอาบนํ้า	 เมื่อนํ้าระบายออกจากอ่างอาบนํ้าจนถึงระดับที่ตํ่ากว่า 
รูแอร์เจ็ท	 ระบบทําความสะอาดอัตโนมัติจะเริ่มทํางานเพื่อระบายนํ้าในช่องอัดอากาศเป็นเวลา	2	นาที
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ก�รใช้ง�นอ่�งอ�บนำ้� (ต่อ)

ก�รใช้ง�นแผงควบคุมหน้�จอสัมผัส

38 co

-

+

38 co

-

+

38 co

-

+

38 co

-

+

1. สถานะปดเครื่อง (ไมมีการแสดง)

2. สถานะเปดเครื่อง

4. สถานะเครื่องเปด

3. แสงไฟแสดงตามสถานะ

สีฟา-สีสม-สีแดง สีสม สีเขียว สีขาว-สีฟาสีฟา

50% สีฟาสีชมพู สีขาวอุณหภูมินํ้า
(แสดงแสงไฟตามอุณหภูมินํ้า)

อุณหภูมินํ้า
(สีฟา-สีสม-สีแดง)

สะดืออางปด
(สีชมพู)

ระบบบับเบิ้ลมาสซาสเปด
(สีฟา)

แถบปรับระดับบับเบิ้ลมาสซาจ
(สีขาว-สีฟา)
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ก�รใช้ง�นอ่�งอ�บนำ้� (ต่อ)

38 co

-

+

38 co

-

+

38 co

-

+

5. สถานะสะดืออางเปด

7. สถานะระบบกำลังทำความสะอาด

6. สถานะทอนํ้าลนเตือน

สีเขียว สีขาว50% สีฟา

50% สีฟา

50% สีฟา

สีขาว

สีขาว

สีสม

สีเขียว (กะพริบ)
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ก�รใช้ง�นอ่�งอ�บนำ้� (ต่อ)

ค. ก�รทำ�ง�นของระบบบับเบิ้ลม�สซ�ส
¨	 เลื่อนแถบบนแผงควบคุมหน้าจอสัมผัสเพื่อปลดล็อค	เริ่มใช้งานโดยแตะปุ่มคําสั่งเปิด/ปิดระบบบับเบิ้ลมาสซาส	“	  ”	

¨	 สังเกตว่า	มอเตอร์เริ่มทํางาน

¨	 สังเกตว่า	มีลมออกจากรูแอร์เจ็ท

¨	 เลื่อนแถบปรับระดับบับเบิ้ลมาสซาสไปตามสัญลักษณ์	“	 	”

¨	 ตรวจสอบว่า	ฟองอากาศมีปริมาณเพิ่มขึ้น

¨	 เลื่อนแถบปรับระดับบับเบิ้ลมาสซาสไปตามสัญลักษณ์		“   ”

¨	 ตรวจสอบว่า	ฟองอากาศมีปริมาณลดลง

¨	 แตะปุ่มคําสั่งเปิด/ปิดระบบบับเบิ้ลมาสซาส	“	  ”	อีีกครั้ง	เพื่อปิดการทํางาน

ง. ก�รระบ�ยนำ้�ในช่องอัดอ�ก�ศแบบแมนนวล
¨	 กดปุ่มคําสั่งเปิด/ปิด	สะดืออ่างระบบอิเล็กทรอนิกส์	เพื่อระบายนํ้าออกจากอ่างอาบนํ้า

¨	 เมื่ออ่างอาบนํ้าระบายนํ้าออกเสร็จแล้ว	 เลื่อนแถบบนแผงควบคุมหน้าจอสัมผัสเพื่อปลดล็อค	 แตะปุ่มคําสั่งระบายนํ้าในช่องอัด
อากาศ	“	  ”	หนึ่งครั้ง

¨	 สังเกตว่า	มอเตอร์เริ่มทํางาน
¨	 สังเกตว่า	มีนํ้าพ่นออกมาจากช่องอัดอากาศหรือไม่
¨	 แตะปุ่มคําสั่งระบายนํ้าในช่องอัดอากาศ	“	  ”	อีกครั้ง	เพื่อหยุดระบบ	หากไม่แตะปุ่มคําสั่งระบายนํ้าในช่องอัดอากาศ	ระบบจะ
ปิดการทํางานโดยอัตโนมัติภายใน	2	นาที

จ. ก�รระบ�ยนำ้�ในช่องอัดอ�ก�ศอัตโนมัติ
¨	 เปิดนํ้าลงในอ่างอาบนํ้าอย่างน้อย	20	ซม.

¨	 เลื่อนแถบบนแผงควบคุมหน้าจอสัมผัสเพื่อปลดล็อค	 แตะปุ่มคําสั่งเปิด/ปิดระบบบับเบิ้ลมาสซาส	“	  ”	เพื่อเปิดการทํางาน

¨	 หลังจากระบทํางาน	 1	 นาที	 เลื่อนแถบบนแผงควบคุมหน้าจอสัมผัสเพื่อปลดล็อค	 แตะปุ่มคําสั่งเปิด/ปิด	 ระบบบับเบิ้ลมาสซาส
“  ”	อีกครั้งเพื่อปิดการทํางาน

¨	 เล่ือนแถบบนแผงควบคุมหน้าจอสัมผัสเพ่ือปลดล็อค	 แตะปุ่มคําส่ังเปิด/ปิดสะดืออ่าง	 “	 	”	 และรอให้น้ําระบายออก
¨	 ให้สังเกตว่า	ระบบการระบายนํ้าในช่องอัดอากาศจะเปิดและปิดการทํางานโดยอัตโนมัติภายใน	2	นาที

ฉ. ก�รป้องกันปัญห�ระบบสะดืออ่�งอิเล็กทรอนิกส์ขัดข้อง
¨	 เลื่อนแถบบนแผงควบคุมหน้าจอสัมผัสเพื่อปลดล็อค	แตะปุ่มคําสั่งเปิด/ปิดสะดืออ่าง	“	 	”	เพื่อปิดการระบายนํ้า

¨	 ถอดปลั๊กไฟออก

¨	 สังเกตว่า	สะดืออ่างระบบอิเล็กทรอนิกส์จะเริ่มทํางานโดยอัตโนมัติ	กลับเข้าสู่ที่ค่าตั้งต้น

¨	 เสียบปลั๊กไฟอีกครั้ง	สะดืออ่างระบบอิเล็กทรอนิกส์จะกลับเข้าสู่การทํางานปกติ

หม�ยเหตุ  กรุณาอย่าใช้อ่างอาบนํ้าในกรณีที่ไฟฟ้าดับ	 เนื่องจากสะดืออ่างระบบอิเล็กทรอนิกส์จะอยู่สถานะเปิดโดยอัตโนมัติ	 ทําให้
ไม่สามารถเก็บนํ้าในอ่างอาบนํ้าได้

ช. ทดสอบก�รทำ�ง�นระบบนำ้�ล้น
¨	 เลื่อนแถบบนแผงควบคุมหน้าจอสัมผัสเพื่อปลดล็อค	แตะปุ่มคําสั่งเปิด/ปิดสะดืออ่าง	“	 	”	เพื่อปิดการระบายนํ้า

¨	 เปิดนํ้าลงอ่างอาบนํ้าจนกระทั่งสะดืออ่างทํางานเองโดยอัตโนมัติ	ซ่ึงจะมีเสียงเตือนพร้อมกับ	“	 	”	ไฟแสดงสีเขียว	

¨	 เมื่อปิดก๊อกนํ้าแล้ว	 และปริมาณนํ้าลดลงถึงตําแหน่งระดับนํ้าล้น	 สะดืออ่างจะปิดเองโดยอัตโนมัติ	 พร้อมกับ	 “	 	”	 ไฟแสดง
สีชมพู	(อ่างอาบนํ้าในแต่ละรุ่นจะมีตําแหน่งระดับนํ้าล้นแตกต่างกัน	โปรดดูที่	“เอกสารระยะการติดตั้ง”)

หม�ยเหตุ เมื่อท่านอยู่ในอ่างอาบนํ้าหรือเปิดระบบบับเบิ้ลมาสซาสให้ทํางาน	 ปริมาณนํ้าอาจเพิ่มขึ้นอย่างรวดเร็ว	 หากปริมาณนํ้า
ถึงตําแหน่งเซ็นเซอร์ระดับนํ้าล้นอาจทําให้สะดืออ่างระบบอิเล็กทรอนิกส์เปิดการทํางานเองโดยอัตโนมัติ

ซ. ปิดก�รระบ�ยนำ้�
¨	 หากเซ็นเซอร์ระดับนํ้าล้นไม่ทํางาน	 ท่านสามารถใช้ปุ่มคําสั่งเปิด/ปิดสะดืออ่างระบบอิเล็กทรอนิกส์	 เพื่อป้องกันนํ้าล้น	 โปรดดู
ตําแหน่งระดับนํ้าล้นที่	“เอกสารระยะการติดตั้ง”
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แผงควบคุมการใช้งาน
มอเตอร์ควบคุม
กล่องควบคุมระบบ
แผงควบคุมหน้าจอสัมผัส	

ปัญห�ที่พบ ส�เหตุที่เป็นไปได้ วิธีก�รแก้ปัญห�

1.	แอร์เจ็ทไม่เริ่มทํางาน	 ก.	แผงควบคุมการใช้งานไม่เริ่มทํางาน ก.	ต้ังค่าอุปกรณ์ตัดกระแสไฟฟ้าอัตโนมัติแบบ	
GFCI	หรือ	ELCB	ใหม่อีกคร้ัง,	ตรวจสอบ
สายไฟ

ข.	สายเชื่อมต่อระหว่างแผงควบคุมการใช้งาน
หลุดหรือชํารุด

ข.	ตรวจสอบสายไฟ	ให้เปล่ียนแผงควบคุมการ
ใช้งานใหม่หากจําเป็น

ค.	แผงควบคุมการใช้งานไม่ทํางาน ค.	เปล่ียนแผงควบคุมการใช้งานใหม่

ง.	 มอเตอร์ควบคุมไม่ทํางาน ง.	เปล่ียนมอเตอร์ควบคุม

2.	มอเตอร์ควบคุมเริ่มทํางาน 
แต่ไม่เกิดฟองอากาศบับเบิ้ล 
มาจซาสหรือเกิดฟองอากาศ
น้อย

ก.	ท่อลมรั่วซึม ก.	ใช้ซิลิโคนอุดรอยรั่วซึม

ข.	ท่อปั๊มลมอุดตัน ข.	ทําความสะอาดรอบๆ	มอเตอร์ควบคุม 
ให้มั่นใจว่า	ท่อลมมีการระบายลมออก

3.	มอเตอร์ควบคุมหยุดการทํางาน
อัตโนมัติก่อน	20	นาที

ก.	อุปกรณ์ตัดกระแสไฟฟ้าอัตโนมัติแบบ	GFCI	
หรือ	ELCB	ทํางานสะดุดหรือทํางานผิดปกติ

ก.	แก้ไขอุปกรณ์ตัดกระแสไฟฟ้าอัตโนมัติแบบ	
GFCI	หรือ	ELCB	ให้ทํางานปกติ

ข.	มอเตอร์ร้อนมากเกินไป	ระบบจึงตัดการ 
ใช้งาน

ข.	ตรวจสอบส่ิงอุดตันในท่อลม	นําส่ิงอุดตัน
ออก	และปล่อยให้มอเตอร์เย็นลง

4.	มอเตอร์ควบคุมไม่หยุดการ
ทํางานอัตโนมัติหลังจาก	 
20	นาที

ก.	กล่องควบคุมระบบทํางานผิดปกติ ก.	เปลี่ยนกล่องควบคุมระบบใหม่

5.	มอเตอร์ควบคุมไม่หยุดทํางาน 
เมื่อเลื่อนสัมผัสปุ่มเปิด/ปิด	 
บนแผงควบคุมหน้าจอสัมผัส

ก.	สายเชื่อมต่อแผงควบคุมหน้าจอสัมผัสหลุด
หรือชํารุด

ก.	ตรวจสอบสายเช่ือมต่อแผงควบคุมหน้าจอ
สัมผัส	ให้เปล่ียนแผงควบคุมหน้าจอสัมผัส
ใหม่หากจําเป็น

ข.	แผงควบคุมหน้าจอสัมผัสไม่ทํางาน ข.	ตรวจสอบสายไฟ	ให้เปล่ียนแผงควบคุม 
หน้าจอสัมผัสใหม่่หากจําเป็น

6.	มอเตอร์ควบคุมทํางาน 
แต่ระยะเวลาการทํางาน 
ไม่สัมพันธ์กัน

ก.	สายเชื่อมต่อแผงควบคุมหน้าจอสัมผัส 
หลุดหรือชํารุด

ก.	ตรวจสอบสายเช่ือมต่อแผงควบคุมหน้าจอ
สัมผัส	ให้เปล่ียนแผงควบคุมหน้าจอสัมผัส
ใหม่หากจําเป็น

ข.	แผงควบคุมหน้าจอสัมผัสไม่ทํางาน ข.	 เปล่ียนแผงควบคุมหน้าจอสัมผัสใหม่

ค.	กล่องควบคุมไม่ทํางาน ค.	เปล่ียนกล่องควบคุมใหม่

7.	 ระบบการระบายนํ้าในช่อง 
อัดอากาศอัตโนมัติไม่ทํางาน

ก.	มอเตอร์ควบคุมไม่ทํางาน ก.	เปลี่ยนมอเตอร์ควบคุมใหม่

ข.	 เซ็นเซอร์วัดระดับนํ้าในอ่างไม่ทํางานหรือ 
วงจรชํารุด

ข.	ตรวจสอบสายเช่ือมต่อ	หากจําเป็นให้เปล่ียน 
เซ็นเซอร์วัดระดับนํ้าในอ่างใหม่

ค.	ตั้งระดับนํ้าสูงมากเกินไป ค.	ระบบจะทํางานหลังจากระดับน้ําอยู่ต่ํากว่า 
รูแอร์เจ็ท

ง.	 กล่องควบคุมไม่ทํางาน ง.	 เปล่ียนกล่องควบคุมใหม่

ข้อแนะนำ�ก�รแก้ปัญห�เบื้องต้น

ข้อแนะนํานี้ใช้สําหรับการแก้ปัญหาเบื้องต้นเท่านั้น	 โปรดให้ช่างผู้ชํานาญเป็นผู้ดูแลปัญหาที่เกี่ยวข้องกับระบบไฟฟ้าเท่านั้น	 สําหรับ 
การรับประกันสินค้า	โปรดติดต่อตัวแทนจําหน่ายหรือฝ่ายลูกค้าสัมพันธ์ของบริษัทฯ
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ก�รดูแลรักษ�และก�รทำ�คว�มสะอ�ด

ปัญห�ที่พบ ส�เหตุที่เป็นไปได้ วิธีก�รแก้ปัญห�

8.	 ระบบการระบายนํ้าในช่อง 
อัดอากาศแบบแมนนวล 
ไม่ทํางาน	

ก.	สายเชื่อมต่อแผงควบคุมหน้าจอสัมผัสหลุด
หรือชํารุด

ก.	ตรวจสอบสายเช่ือมต่อแผงควบคุมหน้าจอ
สัมผัส	ให้เปล่ียนแผงควบคุมหน้าจอสัมผัส
ใหม่หากจําเป็น

ข.	แผงควบคุมหน้าจอสัมผัสไม่ทํางาน ข.	 เปล่ียนแผงควบคุมหน้าจอสัมผัสใหม่

ค.	มอเตอร์ควบคุมไม่ทํางาน ง.	 เปล่ียนมอเตอร์ควบคุมใหม่

ง.	 กล่องควบคุมไม่ทํางาน ง.	 เปล่ียนกล่องควบคุมใหม่

9.	สะดืออ่างระบบอิเล็กทรอนิกส์
ไม่ทํางาน

ก.	แผงควบคุมหน้าจอสัมผัสผิดปกติ ก.	ตรวจสอบสายเช่ือมต่อแผงควบคุมหน้าจอ
สัมผัส	ให้เปล่ียนแผงควบคุมหน้าจอสัมผัส
ใหม่หากจําเป็น

ข.	กล่องควบคุมผิดปกติ ข.	เปล่ียนกล่องควบคุมใหม่

ค.	ระบบไฟของสะดืออ่างไม่ทํางาน ค.	เปล่ียนสะดืออ่างใหม่

10.	 ระบบนํ้าล้นของอ่างอาบนํ้า 
ไม่ทํางาน

ก.	เซ็นเซอร์วัดระดับนํ้าผิดปกติ ก.	เปลี่ยนตัวเซ็นเซอร์วัดระดับนํ้าใหม่

ข.	ระบบไฟของสะดืออ่างไม่ทํางาน ข.	 เปล่ียนสะดืออ่างใหม่

11.	 หลังจากเติมนํ้าเข้าอ่างอาบนํ้า 
เซ็นเซอร์วัดระดับนํ้าไม่
สามารถรักษาระดับนํ้าได้

ก.	ระบบป้องกันวัดระดับนํ้าทํางาน ก.	ลดตําแหน่งเซ็นเซอร์วัดระดับนํ้าภายใน 
อ่างอาบนํ้า

ข.	 เซ็นเซอร์วัดระดับนํ้าทํางานหลังจาก 
เกินระดับนํ้าล้น

ข.	ลดตําแหน่งเซ็นเซอร์วัดระดับนํ้าภายใน 
อ่างอาบนํ้า

ค.	ระดับนํ้าล้นอยู่ผิดตําแหน่ง ค.	ติดต่อลูกค้าสัมพันธ์ของบริษัทฯ

12.	 แผงวัดอุณหภูมินํ้าไม่แสดงค่า ก.	สายเชื่อมต่อแผงควบคุมหน้าจอสัมผัส 
ผิดปกติ

ก.	ตรวจสอบสายเช่ือมต่อแผงควบคุมหน้าจอ
สัมผัส	ให้เปล่ียนแผงควบคุมหน้าจอสัมผัส
ใหม่หากจําเป็น

ข.	แผงควบคุมหน้าจอสัมผัสผิดปกติ ข.	 เปล่ียนแผงควบคุมหน้าจอสัมผัสใหม่

13.	 แผงวัดอุณหภูมินํ้าแสดง 
ค่าผิดปกติ

ก.	เซ็นเซอร์วัดอุณหภูมิของสะดืออ่างระบบ
อิเล็กทรอนิกส์ไม่ทํางาน

ก.	 เปล่ียนสะดืออ่างระบบอิเล็กทรอนิกส์ใหม่

ข้อแนะนำ�ก�รแก้ปัญห�เบื้องต้น (ต่อ)

ก. ก�รทำ�คว�มสะอ�ดและก�รดูแลรักษ�อ่�งอ�บนำ้�บับเบิ้ลม�สซ�จ

 โปรดแน่ใจว่า	ติดตั้งอ่างอาบนํ้าบับเบิ้ลมาสซาจตามคู่มือแนะนําการติดตั้งเรียบร้อยแล้ว

	 ควรใช้งานระบบมาสซาจอย่างน้อยเดือนละ	 1	 ครั้ง	 เพื่อหลีกเลี่ยงความเสียหายหรือชํารุดของอุปกรณ์ไฟฟ้าที่อาจเกิดเนื่องมา 
	 จากความชื้น

	 ทาํความสะอาดพืน้ผวิอา่งอาบนํา้	:		 หา้มใชผ้ลติภณัฑท์าํความสะอาดทีม่ฤีทธิก์ดักรอ่นมาทาํความสะอาดพืน้ผวิอา่งอาบนํา้	 เพราะ 
	 อาจเป็นสาเหตุให้พื้นผิวเกิดรอยด่าง	ให้เช็ดทําความสะอาดอ่างอาบนํ้าทุกครั้งหลังจากการใช้งาน	เพื่อป้องกันคราบสบู่

	 หากพื้นผิวอ่างอาบนํ้าสีหมอง	อาจใช้แว็กซ์ขัดรถยนต์*	ทําการขัดผิวอ่างอาบนํ้า

 *แนะนำ�	:	 ผลิตภัณฑ์แว็กซ์เมกไกวส์	mirror	glaze	28	metal	polish	(ผลิตภัณฑ์นําเข้า)	หรือ	“Green	Oil”
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ก�รดูแลรักษ�และทำ�คว�มสะอ�ด (ต่อ)

 ข. ก�รทำ�คว�มสะอ�ดและก�รดูแลรักษ�สำ�หรับหมอนรองศีรษะ
ข้อมูลสำ�คัญ

¨ ที่รองหมอนไม่สามารถหมุนกลับไป-มาได้	ห้ามใช้เพื่อเป็นราวจับ	ซึ่งที่รองหมอนจะสามารถรองรับนํ้าหนักได้สูงสุดที่	10	กิโลกรัม

¨	 ค่อยๆ	เลื่อนปรับระดับที่รองหมอนทีละระดับ

¨ โปรดตรวจสอบที่รองหมอนเป็นระยะ	หากนอตหลวม	โปรดขันให้แน่นด้วยมือ	มิฉะนั้นอาจทําให้ที่รองหมอนชํารุด

เพื่อยืดอายุการใช้งานของผลิตภัณฑ์	โปรดดูแลรักษาผลิตภัณฑ์	ดังนี้:

¨ วัตถุปลายแหลมอาจขีดข่วนพื้นผิวหมอนรองศีรษะได้

¨ อุณหภูมินํ้ามากกว่า	60	องศาเซลเซียส	หรือสารละลายกรดโซดา	(Soda	Acid)	อาจทําให้พื้นผิวหมอนรองศีรษะเกิดความเสียหาย

¨	 โปรดทําความสะอาดพื้นผิวหมอนรองศีรษะและราวจับเป็นครั้งคราวด้วยนํ้าสบู่

ทําความสะอาดพื้นผิวด้วยฟองนํ้านุ่มหรือผ้านุ่มซับนํ้า	ห้ามใช้วัสดุหยาบทําความสะอาด	เช่น	แปรงและสก็อตไบร์ท



Kohler Co. 27 1198675-X2-A



บริษัท โคห์เลอร์ (ประเทศไทย) จำ�กัด (มห�ชน)

ชั้น 16 อ�ค�รจัสมิน ซิตี้,  2 ซอยสุขุมวิท 23 ถนนสุขุมวิท แขวงคลองเตยเหนือ เขตวัฒน� กรุงเทพฯ 10110

ลูกค้�สัมพันธ์ โทร. 0 2204 6222 โทรส�ร 0 2204 6224

E-mail: callcenterthailand@kohler.com

KOHLER (THAILAND) PUBLIC COMPANY LIMITED
16th FL. Jasmine City Bldg., 2 Soi Sukhumvit 23, Sukhumvit Road, Wattana, Bangkok 10110 Thailand 
Call Center Tel. +(66) 2204 6222 Fax. +(66) 2204 6224

1198675-X2-A


