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CAUTION: Risk of personal injury or
product damage. Large lavatories are
very heavy. Get help lifting the lavatory
into position.

Immediately wipe away any excess sealant,
and fill any voids as needed.
Verify that the lavatory has not moved out
of position.
Allow the sealant to cure for at least 30
minutes before proceeding.
Connect the faucet supply lines.
Connect the drain assembly.
Open the faucet valves, and check for
leakage.
Clean up with a non-abrasive cleaner.

Please reserve enough space for the faucet

Cut along this line

550mm

Set the U-washer on the bolt and install into the
groove.
Temporaily position the lavatory in the opening,
make sure the bolts are fixed through the
countertop mounting holes, and adjust to proper
position.

This product are very
heavy. Get help lifting the lavatory into position.

CAUTION: Risk of personal injury or
product damage.

Please cut the cabinet according to the lines on
the template. Be sure to cut along the inner side
of the lines and do not surpass the front cutting
lines.

Trace a pencil line around the outside edge
of the lavatory.
Remove the lavatory, cut the area shown in
the template into a round rim.
Install the faucet and drain according to the
manufacturers instructions.

Apply silicone sealant to the inside of
the pencil line.
Spread the silicone sealant evenly.

Carefully position the lavatory in the cutout,
and press down firmly, mount the washer
and rubber gasket in sequence beneath the
countertop, and tighten the butterfly nut with
hands.

Note: Please make sure the
rubber gasket is fixed in
the place as shown.
Tighten the gasket with
hands. Do not over tighten
to avoid damaging the
ceramic.

U-Washer

BoltCountertop

WasherRubber
Gasket Butterfly Nut

INSTALL LAVATORY
Cut the template on the cutout line.
Position the template on the countertop to ensure
clearance between the lavatory, faucet, and
backsplash.

Verify cabinet clearance beneath the countertop.

Trace the template on the countertop with a
pencil. P

ark the center position of 2 bolt mounting holes.
Re-check the clearance between the lavatory,
faucet, backsplash, and cabinet. Adjust the
template accordingly.

Drill two 14 holes in the centre of countertop
bolt holes.
Cut the opening in the countertop along the
inside edge of the pencil line.

Please fold the front end according to
the marked folding line.

lease do not surpass the folding line.
M

Outline of the product
(only for reference, please confirm
with the real product).

Folding line Please fold along this line

Please adjust according to the specific cabinet top.

กระดาษแมแ่บบ
สาํหรับอา่งล้างหน้า-ล้างมือแบบตดิตั �งครึ�งเคาน์เตอร์
รุ่น ฟอร์ฟร้อนท์
K-11479*-*- AA

CUT-OUT TEMPLATE/INSTALLATIONS
FOREFRONT SEMI-RECESSED LAVATORY 

แนวสําหรับพบั
Folding line
แนวสําหรับพบับนเคาน์เตอร์ด้านนอกขอบอา่ง

Counter Top Outside Rim
บนเคาน์เตอร์ด้านนอกขอบอา่งโปรดพบัตามเส้นนี �

บนเคาน์เตอร์บนเคาน์เตอร์

ฉลาก UPC บนบรรจภุณัฑ์

The template and the label suffixes circled must match for proper cut-out.

รหสัภายในวงกลมที�ระบใุนกระดาษแมแ่บบและฉลากสนิค้าจะต้องตรงกนั เพื�อตดัเคาน์เตอร์ได้อยา่งถกูต้อง

โปรดเผื�อพื �นที�สําหรับก๊อกนํ �า

ผนงั

ตดัตามเส้นทบึ

Bolt mounting hole
รูยดึนอต

เส้นรอบนอกของผลติภณัฑ์
(สําหรับอ้างอิง โปรดอ้างอิงด้วยผลติภณัฑ์จริง)

โปรดปรับตามลกัษณะของเคาน์เตอร์

 ตดัแมแ่บบตามเส้นทบึ
 จดัตําแหนง่แมแ่บบบนเคาน์เตอร์ ให้แนใ่จวา่ระยะหา่งระหวา่งอา่งล้างหน้า,
 ก๊อกนํ �า, และผนงัเหมาะสม พบัแมแ่บบด้านหน้าตามเส้นพบั

 ตรวจสอบตู้ เก็บของด้านลา่งเคาน์เตอร์

 ใช้ดนิสอวาดเส้นบนเคาน์เตอร์ตามแมแ่บบที�ตดัไว้ อยา่วาดผา่นรอยพบั
 กําหนดตําแหนง่รูเจาะรูยดึ 2 ตําแหนง่

 ตรวจสอบระยะหา่งระหวา่งอา่งล้างหน้า, ก๊อกนํ �า, และผนงั และ ตู้ เก็บของ
 ปรับแมแ่บบตามความเหมาะสม

 เจาะรูขนาด 14 มม. 2รู บนเคาน์เตอร์

 ตดัชอ่งเปิดบนเคาน์เตอร์ตามด้านในของเส้นดนิสอ

 โปรดตดัตู้ เก็บของตามเส้นบนแมแ่บบ ให้แนใ่จวา่ตดัตามเส้นด้านใน 
 และไมต่ดัเกินเส้นด้านหน้า

 ประกอบแหวนรองตวัยเูข้ากบันอต และประกอบเข้ากบัร่อง

 ทดลองวางอา่งล้างหน้า ให้แนใ่จวา่นอตตรงกนัรูยดึด้านบนเคาน์เตอร์
 ปรับตําแหนง่ให้เหมาะสม

ข้อควรระวัง ความเสียงซึ�งอาจทาํให้ได้รับบาดเจบ็
หรือผลิตภณัฑ์ชาํรุด
อา่งล้างหน้ามีขนาดใหญ่ และหนกั ให้ขอความชว่ยเหลือ
ในการยกอา่งล้างหน้าวางเข้าตําแหนง่

 ใช้ดนิสอวาดเส้นรอบขอบอา่งล้างหน้า

 นําอา่งล้างหน้าออก ตดัขอบด้านในให้มีความโค้งมน

 ตดิตั �งก๊อกนํ �าแล้วทอ่นํ �าเสียตามคูมื่อการตดิตั �งของผู้ผลติ

 ใช้ซลิโิคนรอบเส้นดนิสอด้านใน

 เกลี�ยซลิโิคนให้เรียบ

 คอ่ยๆจดัตําแหน้งอา่งล้างหน้า และกดให้แนน่ 
 สวมแหวนและประเก็นยาง
 ตามลําดบัใต้เคาน์เตอร์ ขนันอตให้แนน่ด้วยมือ

 ขอสังเกต ให้แนใ่จวา่ประเก็นยางอยูใ่นตําแหนง่
 ตามภาพ ขนัประเก็นให้แนน่ด้วยมือ อยา่ขนัแนน่
 จนเกินไปเพื�อเหลีกเลี�ยงความเสียหายที�เกิดกบัเซรามิค

  ข้อควรระวัง ความเสียงซึ�งอาจทาํให้ได้รับบาดเจบ็
  หรือผลิตภณัฑ์ชาํรุด
  อา่งล้างหน้ามีขนาดใหญ่ และหนกั ให้ขอความชว่ยเหลือ
  ในการยกอา่งล้างหน้าวางเข้าตําแหนง่

 เช็ดซลิโิคนสว่นเกินออกทนัที และเตมิชอ่งวา่งตามต้องการ

 ตรวจสอบอา่งล้างหน้าต้องไมข่ยบัออกจากตําแหนง่

 ทิ �งให้ซลิโิคนเซต็ตวัเป็นเวลา 30 นาที ก่อนดําเนินการตอ่

 ตอ่สายนํ �าดีเข้ากบัก๊อกนํ �า
 ตอ่ทอ่นํ �าเสีย
 เปิดก๊อกนํ �าเพื�อตรวจสอบการรั�วซมึ

 ใช้ผ้านุม่ทําความสะอาด

ตดัสว่นนี �ให้โค้งมนตดัสว่นนี �ให้โค้งมน

การตดิตั �งอ่างล้างหน้า


